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A model predictive controlled power electronics interface (PEI) based on impedance source 
inverter for photovoltaic (PV) applications is proposed in this disssertation. The proposed 
system has the capability of operation in both grid-connected and islanded mode. Firstly, a 
model predictive based maximum power point tracking (MPPT) method is proposed for PV 
applications based on single stage grid-connected Z-source inverter (ZSI). This technique 
predicts the future behavior of the PV side voltage and current using a digital observer that 
estimates the parameters of the PV module. Therefore, by predicting a priori the behavior of 
the PV module and its corresponding effects on the system, it improves the control efficacy. 
The proposed method adaptively updates the perturbation size in the PV voltage using the 
predicted model of the system to reduce oscillations and increase convergence speed. The 
experimental results demonstrate fast dynamic response to changes in solar irradiance level, 
small oscillations around maximum power point at steady-state, and high MPPT 
effectiveness from low to high solar irradiance level.   
The second part of this work focuses on the dual-mode operation of the proposed PEI based 
on ZSI with capability to operate in islanded and grid-connected mode. The transition from 
islanded to grid-connected mode and vice versa can cause significant deviation in voltage and 
current due to mismatch in phase, frequency, and amplitude of voltages. The proposed 
controller using MPC offers seamless transition between the two modes of operations. The 
main predictive controller objectives are decoupled power control in grid-connected mode 
and load voltage regulation in islanded mode. The proposed direct decoupled active and 
reactive power control in grid-connected mode enables the dual-mode ZSI to behave as a 
power conditioning unit for ancillary services such as reactive power compensation. The 
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proposed controller features simplicity, seamless transition between modes of operations, 
fast dynamic response, and small tracking error in steady state condition of controller 
objectives. The operation of the proposed system is verified experimentally. 
The final part of this dissertation focuses on the low voltage ride through (LVRT) capability 
of the proposed PV systems during grid faults such as voltage sag.  In normal grid condition 
mode, the maximum available power from the PV panels is injected into the grid. In this 
mode, the system can provide reactive power compensation as a power conditioning unit for 
ancillary services from DG systems to main ac grid. In case of grid faults, the proposed 
system changes the behavior of reactive power injection into the grid for LVRT operation 
according to the grid requirements. Thus, the proposed controller for ZSI is taking into 
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A. Photovoltaic Power Electronics Interfaces 
The economic and environmental implications of fossil fuel based electricity generation 
exacerbated by the growing power demand are the major motivations for recent efforts toward 
harnessing renewable energy sources.  In fact, it is predicted that the renewable energy generation 
to be tripled within the next few decades [1, 2].  Photovoltaic (PV) systems are one of the most 
promising electric power generation systems due to their low environmental impact and high 
availability of solar irradiation in most geographical locations [3, 4].  The energy generated by the 
PV systems is highly dependent on the environmental and ambient conditions such as the solar 
irradiance level and the module temperature.  In order to ensure extraction of the maximum 
available energy in any ambient condition, Maximum Power Point Tracking (MPPT) for PV 
systems is essential [5].  The Maximum Power Point (MPP) of a PV module corresponds to the 
knee of the current-voltage (I-V) characteristic curve of the module.  The PV system efficiency 
can be degraded easily and consequently the amount of generated electric power can be reduced 
significantly if the PV module is not forced to operate at its MPP  at all times regardless of the 
environmental conditions. 
Conventional grid-tied PV systems typically use a two-stage power conversion topology: an 
upstream dc/dc power conversion stage from the PV module to a dc link energy buffer (such as a 
capacitor), and a downstream dc/ac power conversion stage from the energy buffer to the grid.  
Traditionally, in these systems the MPPT is implemented in the upstream conversion stage and is 
only responsible for transferring the maximum available energy from the PV module to the energy 
buffer.  The downstream stage is responsible for controlling the flow of energy to the grid by 
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generating ac voltages that are synched with the grid voltage and controlling the power factor of 
the operation.  The general schematic of a conventional two-stage grid-tied PV system is illustrated 
in Fig. 1. 
The use of a two-stage topology is necessitated due to the inherent limitation of the dc/ac 
inverters for stepping up/down the voltage freely. Commonly, the conventional inverters classified 
as Voltage-Source Inverters (VSI) can only step-down the voltage while the Current-Source 
Inverters (CSI) can only step-up the voltage (the VSIs can have a boost factor of almost 1.15 which 
is not enough for most applications) [6, 7].  Therefore, a conventional dc/ac inverters in general, 
cannot both step-down and step-up the voltage freely.  As mentioned above, the MPP voltage of a 
PV module is not constant and needs to be tracked by the PV harvesting system.  This voltage can 
be higher/lower than the grid voltage based to the environmental conditions, necessitating a power 
conversion system that can step up/down the voltage freely to track the MPP accurately.  Hence, 
 
Fig. 1. Two stage grid-tied PV system configuration. 
 
 

























the dc/dc stage in the conventional systems is used to step up/down the dc link voltage freely when 
necessary.   
Recently a new converter topology, denoted as the impedance-source converter, is developed 
by the researchers that undermines the limitations with the conventional VSIs and CSIs [8-10]. 
These new converters provide several advantages for a variety of applications with different input-
output requirements (dc/dc, dc/ac, ac/dc, ac/ac) [11-15].  In particular, a class of dc/ac inverters 
designed based on the concept of impedance-source conversion, denoted as Z-Source Inverter 
(ZSI), can step up/down the voltage freely, and thus is very well suited for designing single-stage 
PV harvesting systems. Moreover, the ZSIs feature several additional advantages over the 
conventional inverters that makes them even more appealing for energy harvesting systems [16].  
Fig. 2 demonstrates a single-stage PV harvesting system built around a ZSI. 
B. Maximum Power Point Tracking Techniques 
Fast convergence, small power ripple at MPP, and accurate and robust tracking of MPP are the 
key desired properties of a MPPT technique. Several algorithms, architectures, and mechanisms 
for tracking the MPP of a PV module have been proposed in the literature in the past two decades. 
Some of the very well-known MPPT methods include: hill-climbing algorithm [17], power-
matching scheme [18-20], curve-fitting technique [21, 22], P&O algorithm [23-27],  incremental 
conductance algorithm [28-31], and fractional open-circuit voltage ( ocV ) control [32].  
Additionally, plenty other effective MPPT methods with less popularity are proposed in the 
literature as well: fractional short-circuit current ( scI ) control [33], array reconfiguration method 
[34], linear current control [35], fuzzy control [36], neural network technique [37], dc-link 
capacitor droop control [38], pilot cells method [39], current sweep technique [40], and limit-cycle 
control [41].  
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The P&O algorithm is one of the most popular MPPT methods due to its simplicity and reliance 
on engineering intuition for tracking the MPP. The P&O algorithm can be implemented in two 
fashions: (a) Searching for the MPP while checking the sign of the differential coefficient of the 
power (P), with respect to the current (I), according to the P−I characteristic curve of the PV 
module (dP/dI method) [42, 43], or (b) Searching for the MPP while checking the sign of the 
differential coefficient of the power (P), with respect to the voltage (V), according to the P−V 
characteristic curve of the PV module (dP/dV method)  [44].  The P&O method tracks the MPP 
by repeatedly updating the operating voltage of the PV array through varying the duty cycle of the 
interfacing power converter with a fixed step size.   
In this work, the idea behind the P&O algorithm is used as grounds to develop a new model 
predictive based MPPT technique that features better energy harvesting efficacy for a wide range 
of solar irradiance levels and can more effectively hedge against dynamic environmental 
conditions that affect the MPP of the PV modules.   
C. Model Predictive Control of Power Converters 
The recent improvements in speed and reliability of real-time digital processing devices has given 
rise to an ever-increasing interest to devising fast and reliable digital control schemes for control 
of power electronic converters.  Power electronic converters are nonlinear systems with finite 
number of switching devices that need to be controlled according to stringent operational goals 
and constraints. Controlling power electronic converters with the aforementioned characteristics 
demands for elaborate control schemes.  As such, the MPC technique has been emerging lately as 
a promising new control strategy for control of power electronic systems [45-47].  The MPC based 
techniques feature simplicity and flexibility, and can be programmed to compensate for the 
inherent non-linearities associated with power electronic converters.   
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Comparing to classical control schemes, MPC techniques deliver a fast dynamic response with a 
high stability margin, making them well suited for MPPT of PV systems operating under dynamic 
environmental conditions.  Predictive controllers eliminate the need for a cascaded structure 
commonly found in classical MPPT systems that employ linear controllers, thus, offering a much 
faster transient response.  This property is observed for the proposed MPPT scheme and verified 
by providing comparative experimental results.  Additionally, predictive control techniques are 
coincident with the demands of present day control platforms such as discrete-time implementation 
and knowledge-based modeling.   
The MPC techniques use the discrete-time model of the system to evaluate the predicted value of 
system states and use the predictions to determine an optimal switching schedule for the future 
steps that will minimize a pre-defined cost function.  Designing an MPC scheme for a power 
electronic converter involves the following steps [46] : 
 Identifying all possible switching configurations of the converter and deriving the discrete-
time model of the converter for each configuration.  The derived models allow for prediction 
of future values of system states such as output voltage or current.  
 Defining a cost function that upon minimization leads to the desired behavior of the system. 
Developing the model and cost function, the MPC algorithm should, 
 Predict the behavior of the system states for all possible switching configurations. 
 Evaluate the cost function for each possible switching configuration. 
 Select the switching configuration for the next step that minimizes the cost function. 
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D. Model Predictive Control of Grid-Tied ZSI 
Although very resourceful, the ZSIs operate differently than conventional inverters due to 
incorporation of energy storage elements in their input port and thus require new and innovative 
control strategies to boost their performance.  The first part of this work presents a new control 
scheme for a grid-tied ZSI based PV energy harvesting system based on the concept of Model 
Predictive Control (MPC).  The core of the proposed system is a new model predictive based 
MPPT technique that maximizes the energy harvest performance under dynamic weather 
conditions.  Additionally, the proposed system uses a power injection control system that can 
freely control the ZSI operation and realize a desirable power factor for operation.  The MPC 
techniques feature simplicity and flexibility, and can be programmed to compensate for the 
inherent non-linearities associated with power electronic converters.  Comparing to classical 
control schemes, MPC techniques deliver a fast dynamic response with a high stability margin, 
making them well suited for MPPT of PV systems operating under dynamic environmental 
conditions. 
A few research works have been recently published focusing on the MPPT for grid-tied PV 
system by MPC [48-51]. The work presented by Shadmand et al [48, 51] uses a conventional 
Perturb and Observe (P&O) algorithm for identification of MPP.  This P&O algorithm generates 
reference points for the inductor current of the PV side Flyback converter.  Then a MPC algorithm 
is used to regulate the actual inductor current to the generated reference points.  As a result, in that 
work the MPC method is not directly involved in MPPT procedure.  However, in the approach 
presented in this paper, the MPC method is used directly to predict the power generated by the PV 
panel, subsequent to possible changes to the PV voltage.  Accordingly, in this paper, the decisions 
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on the trajectory of the PV voltage are directly made by a MPC algorithm.  This provides 
advantages to the MPPT process over the conventional methods.          
The work presented by Mo et al. [49, 50] uses a conventional incremental conductance MPPT 
algorithm with an internal MPC loop for controlling the inverter.  Similar to the work by Shadmand 
et al., this work does not use MPC for direct identification of the MPP, rather, it uses the 
incremental conductance method for generation of voltage references for the PV module to 
regulate its voltage to the voltage at MPP.  The MPC method then uses these voltage references to 
control the inverter switching states such that the input voltage to the Z-source circuit would 
converge to the provided references.  As a result, similar to what mentioned above, the proposed 
method in this paper is very different than approach taken by Mo et al. by directly identifying the 
MPPT using MPC calculations.  
Other differences between the proposed method in this paper and the mentioned papers is that 
our method uses a fixed switching frequency and an adaptive voltage step. The voltage step change 
(ΔV) in our paper at each sampling time is an adaptively predicted value that can change according 
to the proximity to the MPP by using the predicted model of the system. This will improve the 
tracking response due to changes in solar irradiance level and minimizes the oscillation around the 
MPP. Thus, the proposed MPPT technique features high control effectiveness, fast dynamic 
response, and small oscillations around MPP without requiring expensive sensing devices to 
measure the solar irradiance level directly. Due to nature of MPC which predicts the system 
behavior in a specified time horizon, the most significant advantage of the proposed technique is 
high accuracy tracking of gradually changing solar irradiance levels, a property absent in most 
well-known MPPT techniques such as P&O.  Moreover, due to small oscillations around MPP, 
the proposed technique makes it possible to use a ZSI with small inductors/capacitors for the PV 
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harvesting system.  This is especially important because according to [52], one of the challenges 
of employing impedance source inverters such as ZSIs is the large size of the passive elements in 
the impedance network. Consequently, by using the proposed method, the foot print of a ZSI 
converter can be reduced significantly. Although the proposed method can be used in conjunction 
with other converters, its benefits will signify when used with a ZSI.   
On the other hand, use of traditional linear control methods for grid tied PV systems using ZSIs 
appears to be challenging since many cascaded loops are required [53-56]. This is due to the fact 
that the passive components’ voltages and currents at the PV side (dc side) should be controlled to 
achieve MPP operation simultaneous with the control of variables on the grid side (ac side). 
However the proposed MPC method achieves the high performance MPP operation while keeping 
the design very simple through tackling a single cost function subject to minimization. This is 
another reason that signifies the advantages of the proposed model predictive based MPPT for 
ZSIs. 
E. Dual-mode Operation of ZSI: Grid-connected and Islanded Modes of Operation 
The second part of this work focuses on MPC of dual-mode ZSI with capability to operate in 
islanded and grid-connected mode. Conventional power systems are made-up of large central 
power plants that supply the loads through the transmission and distribution system. However, due 
to the recent increasing interest in exploiting renewable energy resources, the Distributed 
Generation (DG) facilities that are interfaced directly to the Distribution Network (DN) are 
becoming more ubiquitous.  PV generation systems are one of the most widely adopted DG 
facilities that are frequently connected to DN. The existing DN was not initially built with a 
concern for high level DG integration, thus the recent trend is leading to degraded DN system 
performance, safety, and reliability. Some of the well-known concerns pertaining to integration of 
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more DG into the grid are the power quality issues, islanding operation mode, protection issues, 
and increased fault currents [57-60]. 
Islanding refers to the condition in which a portion of the grid (e.g. a microgrid) becomes 
temporarily isolated from the main grid but remains energized by its own DG resources [61]. 
Islanding may occur accidentally or deliberately. Commonly during the grid-connected operation, 
the DG systems are not responsible for frequency or voltage regulation, rather, they only inject 
power to the grid.  However, when a microgrid is cut off from the main grid at the Point of 
Common Coupling (PCC), each renewable electricity generator has to detect the islanding 
situation [62, 63], and attempt to regulate the frequency and voltage of the microgrid. Sudden 
reconnection of an islanded microgrid to the grid after a period of islanded operation can have 
detrimental effects on DN operation because of the differences between the microgrid’s and main 
grid’s frequency, phase, and amplitude of the voltages.  Therefore, sophisticated power electronic 
interface circuitry and advanced control schemes are required for DG inverters to ensure a smooth 
transition from/to the islanding condition.   
There are many works in the literature that look at the islanding operation of microgrids and 
the effects on the main grid. In this regard, Pedersen et al. have provided several mathematical 
approaches for islanding analysis of a wind farms based on measured voltage [64]. Ropp et al. 
proposed an islanding detection method using phase criteria and non-detection zones for 
photovoltaic applications [65]. Woyte et al. investigated the safety issues concerning the grid-
connected photovoltaic inverters in case of un-intentional islanding [66]. Bloemink et al. proposed 
a robust control strategy for multi-sourced microgrid with islanding capability [67]. Eghtedarpour 
et al. investigated control strategy for hybrid ac/dc microgrids for islanding operation [68]. Other 
researchers have also proposed several protection strategies, supervisory controllers, and 
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architectures to enhance the islanding operation and smooth reconnection of microgrids with DG 
[69-75]. 
The focus of this part of the work is to propose a reliable and efficient control strategy for a 
dual-mode operation ZSI for PV applications. The main features of the proposed system are: single 
loop multi-objective predictive controller with hybrid cost function and adaptive weight factors, 
robust operation under distorted grid voltage, decoupled active and reactive power control in grid-
connected mode, seamless transition between islanded and grid-connected modes of operation, 
voltage regulation in islanded mode, and reactive power compensation at PCC as an ancillary 
service from the DG system to the grid.  
The transition between grid-connected and islanded operating modes may result in voltage 
spikes across the local loads, at PCC, leading to injection of inrush currents into the grid due to 
mismatch between frequency, phase, or amplitude of the voltages. Although several control 
methods have been proposed in the literature for dual-mode operating inverters with seamless 
transfer characteristics [76-79], most of these methods use multiple-loop cascaded controllers 
which are difficult to tune and implement, and may not have reliable operation under abnormalities 
in the grid such as distorted grid voltage.  This work uses the MPC to develop a new control 
strategy for dual-mode ZSIs with the capability to seamlessly transit between grid-connected and 
islanded modes of operation. The proposed methodology is solving only a single optimization 
problem for all operation modes. This feature simplifies the controller algorithm compared to 
linear multi-loop classic controllers for dual-mode operation inverters. This advantage is 
particularly more important for impedance source inverters which requires advance modulation 
scheme due to existence of shoot-through state in addition to active and null states.  
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F. Ancillary Services of Grid-tied Photovoltaic Systems  
Power systems are commonly made-up of large central power plants that feed power to the 
transmission and distribution systems to supply the loads. However, due to the recent increasing 
interest in exploiting renewable energy resources, the DG facilities that are interfaced directly to 
the Distribution Network (DN) are becoming ubiquitous.  PV generation systems are one of the 
most widely adopted DG facilities that are frequently connected to DN. The existing DN was not 
initially built with a concern for high level DG integration, thus the recent trend is leading to 
degraded DN system performance, safety, and reliability. Some of the well-known concerns 
pertaining to integration of more DG into the DN are the power quality issues, frequency stability, 
islanding operation mode, voltage stability, protection issues and increased fault currents [80-85]. 
Therefore, several grid codes and standards have been issued to regulate DG systems integration 
with the DN [86-89]. 
The future PV connected to DN should be able to provide wide range of ancillary services due 
to grid mandates and codes [90]. Thus, the PV inverters should be able to operate in different 
modes of operation under grid fault such as intentional islanding [91, 92] and low voltage ride 
through (LVRT) mode with reactive power compensation capability [93-95]. In addition to these 
ancillary services, highly reliable and efficient PEI for PV systems are required to harvest 
maximum available power from PV panels. Therefore, an efficient and reliable PEI for PV sources 
in DG systems requires a single stage power conversion with robust control strategy considering 
the grid status to meet the grid codes and standards. 
A few research works have been recently published focusing on the LVRT operation for two 
stage and single stage grid-tied PV systems using classical multi-loop controllers [93, 94, 96]. As 
mentioned earlier, the two-stage power conversion suffers from low efficiency and limited 
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dynamic response [97, 98]. The single stage power conversion also suffers from inability to freely 
step down/up the voltage, because they are either voltage source or current source inverters [97, 
99]. In addition, LVRT operation appears to be challenging since many additional cascaded loops 
required for traditional control scheme of PV systems [94, 96]. In addition, the use of multi-loop 
controller causes slow dynamic response under harsh PV ambient condition or/and abnormal grid 
condition.  
As mentioned earlier, the ZSIs’ operation and modulation is different than conventional 
inverters due to the existence of impedance network at their input port. Also, the required LVRT 
operation will add additional control complexity in comparison to conventional control strategies 
for ZSIs. MPC [100] is a suitable solution for ZSIs with different modes of operation and multi-
objective control functionality. Comparing to classical control schemes, MPC techniques deliver 
fast dynamic response with high stability marking, making them well suited for PV systems [101] 
in harsh ambient condition and abnormal grid condition. This dissertation also proposes a single 
stage smart PV system for grid interaction based on ZSI and MPC framework with capability to 
operate in LVRT mode. The main features of the proposed smart PEI are: a) High efficiency and 
reliable operation due to a single power conversion stage, b) Maximum Power Point (MPP) 
operation under normal grid condition, c) Reactive power compensation, d) LVRT operation under 
grid faults such as voltage sag with reactive power compensation capability to meet the grid codes 
and standards, e) Simple control architecture without requirement of many cascaded loops as in 
classical linear control methods for ZSIs, f) Fast dynamic response under harsh PV ambient 





II. MODEL PREDICTIVE BASED MPPT FOR GRID-TIED ZSI 
A. Overview 
Due to inclusion of the shoot-through states, controlling ZSIs requires innovative modulation 
strategies.  Several novel modulation strategies based on Pulse Width Modulation (PWM) method, 
have been proposed for ZSIs in the literature lately [6, 102] . Three notable modulation strategies 
for ZSIs are simple-boost [8], maximum-boost [103], and constant-boost [104] techniques.  The 
maximum-boost strategy is usually used for applications with high inverter output frequency [103], 
while the constant-boost technique is more suitable for applications where independent control of 
shoot-through is not required [105].  Due to requirement of independent control of shoot-through 
duty ratio for MPPT in the proposed system and the low grid side frequency, in this work, the 
simple boost strategy is chosen for generating the switching signals for the ZSI of Fig. 3.     
The simple boost modulation technique defines an upper and a lower threshold in addition to 
the sinusoidal modulating signals for generating the shoot-through states. The thresholds are 
always equal or greater than the amplitude of the three-phase sinusoidal reference signals. The 
inverter goes into the shoot-through state (shown in Fig. 4(a)), only when the carrier signal is larger 
than the upper threshold or smaller than the lower threshold.  When the carrier signal is between  
the two thresholds, this modulation strategy operates similar to a traditional carrier based PWM 









where M is the modulation index, B is the boosting factor of the impedance-network, acV  is the 
amplitude of the output voltage of the inverter (equivalent to grid peak phase voltage when grid-










where D is the shoot through duty ratio.  The voltage stress on the inverter switches is given by 
[103], 
0 0(2 1)sV BV G V     (3) 
The grid-tied ZSI and the block diagram of the proposed MPPT system for this converter are 
illustrated in Fig. 5.  The overall control system is comprised of two parts: the PV side model 
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B. PV Side Model Predictive Based MPPT 
The proposed model predictive based MPPT algorithm tracks the MPP of the PV module by 
shifting the PV voltage to the voltage at MPP through the following steps, 
Step 1 – At any given sample time k (referred to as the “current sample time” hereinafter) during 
the operation, the ZSI can be commanded to either increase or decrease the PV voltage  pvV k .  
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Fig. 5.  The grid-tied ZSI and the block diagram of the proposed control system. 
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(referred to as “next sample time” hereinafter).  In the first step, the algorithm calculates the two 
possible future PV voltage values, 
   







V k V k V
V k V k V
   
   
 (4) 
where V is a voltage step which is an adaptively predicted value that can change according to 
the proximity to the MPP.  In this work, the following update law for V is proposed,   
   1avepv pvV V k V k     (5) 
Where  1avepvV k   is the predicted average PV voltage for the next sample time  1k  .  The 
procedure of finding  1avepvV k   is explained at the end of this section.    
Step 2 – In this step the algorithm calculates (predicts) the power that would be drawn from the 
PV module if the PV voltage where to shift to either of the two possible values of  
1
1pvV k    or 
 
2
1pvV k  , in the next sample time.  To predict the generated power, the algorithm requires the 
knowledge of the local P-V characteristic of the module around the operating point of  pvV k .  In 
this work a digital observer is designed to generate the required knowledge for the predictions.  
The digital observer models the PV module with the Thevenin circuit of Fig. 6.  The elements of 
this circuit, the equivalent voltage ( )eqV and equivalent resistance ( )eqR  of the module, are 
functions of the P-V characteristic of the PV module and subject to local estimation by the digital 
observer.  The employed estimator equations are,  
 
   
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Where  1pvV k   and  1pvI k   are the values of the PV module voltage and current from the 
previous sampling time.  Estimating the equivalent resistance and voltage of the PV module, the 
two possible values for the generated power in the next sampling time can be easily predicted from, 
     
1 1 1
1 1 1pv pv pvP k V k I k      (7) 
where, 
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and, 
     
2 2 2
1 1 1pv pv pvP k V k I k      (9) 
where, 
 












   (10) 
Step 3 – In this step the predicted power for the two cases will be used to evaluate the following 
cost function, 
   
{1,2}{1,2} 1pv pvJ P k P k    (11) 
To increase the generated power in each step, the predicted power,  
1
1pvP k   or  
2
1pvP k  , that 






Fig. 6.  The equivalent circuit model of the PV module. 
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step.  For instance, if 1 2J J , then the algorithm chooses to generate  
1
1pvP k  in the next 
sampling time, which correspondingly means the PV voltage will need to be shifted to  
1
1pvV k   
by proper adjustment of the inverter gain.  The desirable value of the PV voltage for the next step 
is denoted as  
*
1pvV k   hereinafter.  In order to regulate the PV voltage to  
*
1pvV k  , the inverter 
gain needs to be adjusted.  The ZSI power injection control system described in the next section is 
responsible for accomplishing this task.     
Procedure of finding  1avepvV k  – In order to find the predicted average PV voltage for the next 
sample time, the discretized average value model of the ZSI needs to be developed.  The discretized 
equations for the ZSI in a shoot through and a non-shoot-through state can be used to develop the 
average value model.  The discretized equations for a non-shoot through state are found in the 
literature as [55, 107],    
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 (12) 
where ST  is the sampling time and, 
1 2 3( 1) ( ) ( ) ( )inv a b cI k S I k S I k S I k        (13) 
The discretized equations for the shoot through state are found similarly from [55, 107], 
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 (14)  
The 1( 1)CV k  is assumed to be approximately equal to 1( )CV k since the change is minor for 
sufficiently small sampling time ST  [55, 107]. The average current going through the pvC  and 1C  
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should be zero, thus the PVI  is the same as the ZSI inductor current 1LI . Therefore the predicted 
average PV current can be formulated using (12) and (14) as, 
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where B is the boosting factor. 
C. ZSI Power Injection Control Scheme   
This part of the control system has three goals: regulating the PV voltage to  
*
1pvV k   provided 
by the PV side MPPT system by properly adjusting the inverter gain, controlling the ratio of 
active/reactive power injected to the grid (power factor control) according to the specific 
application requirements, and minimizing the voltage stress on the switches. The proposed control 
system accomplishes the three mentioned goals by generating M, D, and the phase angle of the 
inverter voltages v .  The generated values will be used by the simple-boost modulator to produce 
proper switching signals for controlling the inverter. 
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As pictured in Fig. 5 the proposed system uses a Proportional-Integral (PI) controller to 
regulate the PV voltage to  
*
1pvV k   by adjusting the inverter gain.  Therefore, the output of the 
PI controller in Fig. 5 is the inverter gain.  The inverter gain generated by the PI controller can be 
used along with the desired power factor of the operation to calculate the phase angle of the inverter 
voltages v . To calculate v the inverter system needs to be analyzed in a rotational q-d reference 
frame.  The equivalent circuits of the grid-tied ZSI system in the steady-state condition in a q-d 
reference frame synchronized with the grid voltage is shown in Fig. 7 [108].  According to this 
figure, the q and d axis inverter currents, qsI  and dsI , can be formulated as, 
e qs ds
ds

































































Fig. 7.  The q-d model of the grid tied ZSI system. 
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Where , , , , ,e ds qs qgsL R V V V  respectively represent, the grid angular frequency, line inductances, 
line resistances, the d axis inverter voltage, the q axis inverter voltage, and the q axis grid voltage.  
Additionally by substituting, 
2 2
ac qs dsV V V    (19) 









  (20) 
Moreover, the desired power factor (p.f.) can be associated with the inverter currents by the 
following equation, 





   (21) 
Knowing the inverter gain and the power factor, (18), (19), (20), and (21) can be solved to find the 
inverter q and d axis voltages, qsV  and  dsV .  Finally, by knowing qsV and dsV , the phase angle of 
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 (22) 
The values of M and D are generated by the voltage stress minimization block in Fig. 5.  Using 
simple boost control, any inverter gain for a ZSI can be realized using infinite combinations of 
modulation indices and shoot-through duty ratios.  However, inverter gains can be realized using 
a unique combination of M and D that will result in the minimum voltage stress on the switches 







  (23) 
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  (24) 
for the inverter gains more than one. 
D. Results and Discussion 
The proposed controller is implemented in MATLAB/Simulink and experimentally validated. A 
SUNTECH270S-24-Vb PV module with I-V and P-V characteristics shown in Fig. 8 is used as 
the source of energy for the system.  The system parameters are given in Error! Reference source 
ot found..  A unity power factor is targeted for the entire operation.  The performance of the 
proposed model predictive based MPPT is evaluated by looking into three important merit criteria: 
the response to a step change in the solar irradiance level, operation in the event of gradually 
changing solar irradiance (aka clouds moving in sky), and operation in steady-state to evaluate the 
oscillation around MPP. 
 
 




















To begin the analysis, the operation of the system in steady-state with solar irradiance of 1250 
W/m2  is explored.  The PV side and grid side voltages and currents are shown in the scope shots  
of Figs. 9 and 10.  As pictured in Fig. 9, the PV side waveforms have negligible ripple of less than 
2% and the ZSI input voltage is a pulsating high frequency waveform with constant peak at steady 
state. The grid side current and voltage waveforms verify the targeted unity power factor 
requirement and the calculated Total Harmonic Distortion (THD) of 2.32% from these waveforms 
is within the IEEE-519 standards for grid-tied systems [109]. 
In the first experiment the solar irradiance level is stepped down from 1250 W/m2 to 750 W/m2 
to analyze the dynamic response of the proposed MPPT system. The expected pvI  and pvV  from 
the I-V characteristics of the PV modules are respectively 24.5 A and 345 V at 1250 W/m2 and 17 
A and 323 V at 750 W/m2.  Fig. 11 illustrates the response of the PV voltage and current to this 
step change.  The results demonstrate fast and accurate dynamic tracking performance with 
convergence time of less than 10 ms for the proposed model predictive MPPT.  The actual 
measured values of the pvI  and pvV  are 24 A and 342 V at 1250 W/m
2 and 16. 7 A and 319 V at 
750 W/m2, indicating good agreement between the experimental results and the expected 
 













outcomes. To analyze the level of voltage and current oscillations around MPP, the waveforms of 
Fig. 11 are shown in a larger scale (zoomed in) in Fig. 12.  According to this figure the oscillations 
around MPP are negligible at steady-state.  The grid side current and voltage of phase ‘a’ for this 
experiment are illustrated in Fig. 13. As pictured, the grid side voltage and current are completely 
in phase (unity power factor) with fast dynamic response to the step change in solar irradiance 
level.  The individual harmonic components of the grid current are listed in TABLE II, and its fast-
fourier-transform (FFT) spectrum analysis is illustrated in Fig. 15. 
In the second scenario, to evaluate the system performance under more realistic dynamic 
environmental conditions, a gradually changing solar irradiance test is performed.  For this 
experiment, the solar irradiance was gradually decreased at a rate of 0.85 W/m2/ms from 1250 
W/m2 to 750 W/m2 in course of 600 ms.  The PV voltage, ZSI input voltage, and PV current 
waveforms for this experiment are shown in Fig. 14.  As pictured, the PV voltage and current are 
gradually tracking MPP with high accuracy.  According to Fig. 14, the ZSI input voltage inV , is a 
high frequency pulsed waveform with a constant peak value when the solar irradiance is constant 
and a slightly decaying peak value when the solar irradiance gradually decreases. 
The control efficacy of the proposed model predictive MPPT is calculated for several solar 
irradiance levels (from low to high) experimentally and compared to the conventional P&O 
method (presented in TABLE III).  To calculate the control efficacy, the actual captured power at 
the PV side for each solar irradiance level is measured and divided by the maximum available 
power at MPP determined from the P-V curves of the utilized PV module shown in Fig. 8.  
According to TABLE III, for low to high solar irradiance level, the proposed technique has smaller 
oscillation ( PVP ) around MPP and more power capture, thus resulting to MPPT efficacy of more 
than 99% for all scenarios. Although the P&O exhibits relatively good performance at high solar 
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irradiance levels but the performance degrades significantly for medium to low solar irradiance 
levels. 
 
Fig. 9.  The PV side voltage and current and the ZSI input voltage in steady-state for solar irradiance level of 1250 W/m2. 
 
Fig. 10. The three phase grid side currents and phase ‘a’ voltage in steady-state for solar irradiance level of 1250 W/m2. 
 
Fig. 11.  The response of the PV voltage and current to a step change in solar irradiance 
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Fig. 12. PV voltage and current ripple at MPP. 
 
Fig. 13. The grid side voltage and current of phase ‘a’ in case of a step change in the solar irradiance level 
 
Fig. 14. The PV voltage, the ZSI input voltage, and PV current when solar irradiance is gradually decreased from 1250 W/m2 
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Fig. 15. The FFT spectrum analysis of the phase ‘a’ of the grid side current. 
TABLE II: Harmonics distortion of grid-side current 
 


















TABLE III: The efficacy comparison for the proposed MPC based 



































The dynamic performance of the proposed model predictive based MPPT is also compared to 
the well-known P&O MPPT technique for comparative analysis. The results are shown in Figs. 16 
and 17.  To accurately compare the results side-by-side, the raw data from oscilloscope for the 
conventional P&O and the proposed method are exported to MATLAB and plotted on the same 
time axis.  As pictured, the proposed technique exhibits better response to a 1250 W/m2 to 750 
W/m2 step change in solar irradiance level both in terms of convergence time and low oscillations 
around MPP.  According to Figs. 16 and 17, the convergence time of the P&O technique is 35 ms 




























while the convergence time of the proposed technique is only 10 ms.  Moreover, the proposed 
model predictive based MPPT has significantly lower oscillations around MPP comparing to the 
P&O technique thus eliminating the need of large passive elements in the impedance network. 
 
Fig. 16. The PV side response to a 1250 W/m2 to 750 W/m2 step change in solar irradiance (a) conventional P&O technique 
(b) proposed model predictive MPPT 
 
Fig. 17. The PV side power oscillation around the MPP at steady-state for solar irradiance level of 1250 W/m2 (a) 
conventional P&O technique (b) proposed model predictive MPPT 




































































One of the main drawbacks of the model predictive control is the effect of model parameters 
error on the controller performance. In this paper, the robustness and performance of the proposed 
model predictive MPPT is analyzed for ±40% error in the impedance network model at the PV 
side of the system, the control efficacy at solar irradiance level of 1000 W/m2 is calculated and 
plotted in Fig. 18 for up to ±40% error in the 
1L  as well as 1C  where 0% error is the nominal 
inductor and capacitor values (Table I). In Fig. 18, the error in the models are assumed to be not 
simultaneously. As it is depicted in Fig. 18, the MPPT efficacy with 0% error is 99.24% and for 
the worst case scenarios (+40% or –40% error in the models of 1C  and 1L ), the proposed MPPT 
efficacy is more than 97.5% which still has acceptable performance. It is also interesting to see the 
MPPT efficacy when multiple errors in the model are happening simultaneously. For this scenario, 
the errors in the 1C  and 1L  are assumed to be happened at the same time, thus the worst case 
scenario is when there ±40% error in the models of 1C  and 1L  at the same time. The MPPT 
efficacies for this analysis at solar irradiance level of 1000 W/m2 are depicted in Fig. 19. As it is 
shown in this figure, even for the worst case scenario the controller has acceptable efficacy of 
94%.  
 




Fig. 19. Effect of the error in the impedance network elements C1 and L1 model simultaneously on the MPPT efficacy of the 
proposed system.   
 
E. Conclusion 
This section of disseration presents a highly efficient control scheme for a ZSI based grid-tied 
PV system. The presented control system has two components: The proposed model predictive 
based MPPT, and the grid side power injection controller. The model predictive based MPPT is 
proposed for tracking the MPP of the PV module. The proposed technique predicts the future 
values of the PV voltages and currents using a digital observer that estimates the values of the 
equivalent voltage and resistance of the PV module at any operating point.  The perturbation size 
in PV voltage is adaptively predicted to determine the desirable trajectory PV voltage for the 
developed cost function, thus high control effectiveness is achieved from low to high solar 
irradiance level. The power injection control system uses the reference values generated by the 
MPPT system to control operation of the ZSI system while keeping the voltage stress on the 
converter switches at the lowest possible value.  The experimental results demonstrate low THD 
















































change in solar irradiance level, and negligible oscillations around MPP under dynamically 















III.  MODEL PREDICTIVE CONTROLLED ZSI WITH DUAL MODE OPERATIONS 
CAPABILITY: GRID-CONNECTED AND ISLANDED MODES 
A. System Description 
Fig. 20 demonstrates a single-stage PV DG system built around a ZSI. The modes of operation 
of the system can be classified to two steady-state modes and two transition modes. The steady- 
state modes are the grid-connected and islanded modes. The transition modes are transition from 
the grid-connected mode to the islanded mode and vice versa. The state diagram for transition 
between the four modes of operation of system is illustrated in Fig. 21. As pictured, a decoupled 
active and reactive power controller that can freely adjust the power factor of the ZSI is proposed 
for the grid-connected mode. In the islanded mode the required local load voltage is regulated by 
the same controller but with different terms in the proposed MPC cost function. In both steady-
state modes, the voltage and current of the impedance network are controlled to adjust the ZSI gain 
by operating in the shoot-through and non-shoot-through states, for applications such as the 
Maximum Power Point Tracking (MPPT) for the PV source. For transition modes, a  
grid-synchronization and phase adjustment algorithm is proposed to seamlessly transit from the 
grid-connected mode to the islanded mode and vice versa. Based on the application, the reference 
 



























































signals for the MPC cost function is generated. For example, for the PV application, the reference 
active power is determined from the MPPT algorithm and the dc-link voltage control  [110]. 
In this section, the derivation of the predictive model of the system will be discussed. In the 
stationary reference frame, the per-phase output filter dynamic model of the ZSI is given by the 
output filter inductor current and capacitor voltage, 
1
( ) ( ( ) ( ) ( ) )L i PCC L esr
d
i t v t v t i t R
dt L
    (25) 
1
( ) ( ) ( ( ) ( ))C PCC L Load
d d
v t v t i t i t
dt dt C
    (26) 
where iL (t) is the filter inductor current, vi (t) is the output voltage before the filter, vPCC (t) is the 
voltage at the PCC, L is the grid side inductance of the filter, and Resr is the equivalent series 
resistance of the inductor. Using the Euler forward method, (25) and (26) can be approximated 
using, 
( ) ( 1) ( )
S
dx t x k x k
dt T
 
  (27) 
 
Fig. 21. Modes of operation of the proposed Z-source inverter 
Mode 1: Grid-connected
 Controller objectives in steady state:
 Decoupled active and reactive power control
 Impedance network voltage and current control
Mode 3: Transition from grid-
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where Ts is the sampling period and k is discretized t. The predicted inductor current ( 1)Li k  and 
capacitor voltage ( 1)Cv k  can be found from (25)-(27) as, 
( 1) ( ( ) ( ) ( ) ) ( )sL i PCC L esr L
T
i k v k v k i k R i k
L
      (28) 
( 1) ( 1) ( )sC C C
T
v k i k v k
C
     (29) 
Moreover, the grid side voltage (vg) can be predicted at time (k+1) using, 
( 1) ( ) S
j T
g gv k v k e

   (30) 
where ωTs is the amount of change in angle of the grid side voltage over one sampling interval Ts 
, for a grid voltage with angular frequency of ω. If the sampling interval is sufficiently small, it 
can be approximated that ( 1) ( )g gv k v k  . Additionally, from (26) and the Euler forward 
approximation, the predicted value of the per-phase local load current in islanded mode can be 
formulated by, 
( 1) ( 1) ( ( 1) ( ))Load L c c
s
C
i k i k v k v k
T
       (31) 
At the PV side, the discretized equations for a non-shoot-through state are found by (12)-(14).  
B. Grid Connected and Islanded Modes 
In the grid connected mode, the proposed controller for the ZSI behaves as a current regulator 
by injecting power to the grid. The controller objectives in this mode of operation are decoupled 
active and reactive power control as well as the voltage and current control for the impedance 
network elements. The dual-mode operation ZSI system can operate with adjustable power factor, 
enabled by the proposed decoupled power control.  
Most of the robust grid synchronization techniques available in the literature require multiple 
cascaded control loops that need to be designed and tuned. Commonly, the grid synchronization 
requires the amplitude and phase angle information of the grid voltage detected by the phase-
locked loop (PLL) [111, 112]. Also, some other synchronization subsystems are usually needed 
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for conventional grid-connected inverter system including synchronization reference frame (SRF) 
[81, 113]. These multi-loop cascaded control loop adds design complexity, adverse transient 
performance, and even system instability [95, 114]. Therefore, second-order generalized integrator 
(SOGI) which is a simple synchronization algorithm with proved harmonic distortion rejection 
capability is used in this paper for generation of orthogonal α-β phase components for the ZSI. The 






















where   is the damping factor and ω is the fundamental frequency. The SOGI can filter the 
harmonics that are far from the fundamental frequency. The SOGI can effectively extract the 
fundamental component from signals with all harmonic components.  
In order to determine the predictive active and reactive power model for MPC, by using the 
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 (36) 
Then, the derivative of active and reactive power with respect to time can be found as, 
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while the derivative of PCC voltages vPCC-α and vPCC-β with respect to time can be found as, 
The state-space model of the system with respect to active and reactive power can then be found 





    (39) 
where 
Thus the system is presented in state-space format with P and Q as the state variables. In (39) the 
vi is the input and vPCC is a measured value. Using the Euler Forward method, the discrete-time 
model of (39) can be found as, 
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This equation can be used to formulate the predicted active and reactive power at instant (k+1), 
Thus, two of the control variables (active and reactive power) for grid-connected mode of 
operation can be predicted measuring the filter inductor current iL (grid side current in grid-
connected mode), the PCC voltage vPCC, and the inverter output voltage vi, all in two-axis 
stationary reference frame α-β. The other two control variables, i.e. inductor current (IL1) and 
capacitor voltage (VC1) on the PV side, are predicted using equations (12) and (14). 
In the islanded mode of operation, the ZSI is disconnected from the grid at the PCC. The ZSI 
will supply the local loads in this mode. The controller objectives are to regulate the voltage across 
the local loads by using (29) and to control the impedance network current and voltages using (12) 
and (14).  
C. Transition Modes: Grid Synchronization and phase Adjustment 
According to the state diagram of Fig. 21, during the two transition modes the proposed grid 
synchronization and phase adjustment method will be triggered to ensure seamless transition. The  
block diagram of the proposed grid synchronization and phase adjustment method is illustrated in 
Fig. 22. The input to the grid synchronization algorithm is the peak grid voltage (Vg) and α 
component of the grid voltage (vg-α) which is generated using the SOGI module. The low pass filter 
characteristics of the SOGI modules filter out the grid voltage harmonics to obtain the fundamental 
component phase information of the grid voltage. The algorithm starts by estimating the grid 
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Due to symmetry characteristic of the sinusoidal waveform, the phase angle given by (43) can 
correspond to two different magnitude over one cycle. Thus, an exact phase angle determination 
is required. A zonal detection approach is used to determine the exact phase angle that 
corresponding to specific voltage magnitude according to (43). As it is illustrated in Fig. 23, a 

















    
Fig. 22.   Proposed model predictive control for z-source inverter dual mode operation: grid-connected and islanded. 
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of a sine function is used, four zones are identified over a sinusoidal cycle as illustrated in Fig. 23 
in order to get the appropriate point in look-up table with the right phase angle information of the 
grid voltage. The vector zone of grid voltage and as a result the exact phase angle is determined 
using the vg(k) and vg(k-1) values as follows, 
( ) 0 & ( ) ( 1)  1
( ) 0 & ( ) ( 1)  2
( ) 0 & ( ) ( 1)  3
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Once the phase angle is determined according to (44)-(46), the reference voltage for the islanded 
mode of operation can be determined over the transition period by,  
This grid synchronization is required for both transition modes (modes 3 and 4). In mode 4 
(transition from islanded to grid-connected mode), a phase adjustment will be triggered after the 
grid voltage restauration. The phase adjustment algorithm evaluates the phase angle difference 
between the local load and the grid, if their difference is negligible (smaller than some predefined 
ε), then the phase angle information will be sent to grid-connected mode control algorithm. If the 

























to adjust the phase difference for seamless transition from islanded mode to grid-connected mode.  
Thus, the reference voltage is determined as: 
where Ψ is 1 if g l   and -1 if g l  , after each increment/decrement in the phase angle.  The 
phase difference (
g l  ) is evaluated until the absolute value of the phase angle difference 
between the grid voltage and the local load voltage is smaller than ε. 
D. Controller Formulation and Algorithm 
As mentioned earlier, there are four modes of operation for the proposed controller of dual-
mode inverter: two steady-state modes and two transition modes. The objective of two transition 
modes is to ensure synchronization and seamless transfer. The summary of the controller algorithm 
is illustrated in Fig. 22. In this paper a single cost function subject to minimization for all modes 
of operation is developed, the whole optimization problem for the system is formulated as follows, 
The weight factors  , , ,P Q C L    are selected adaptively based on the modes of operation. 
According to (49), two set of  , , ,P Q C L     coefficient are selected: one set for modes 1, 3, 4 
and another set for mode 2. The weights factors are determined using branch and bound technique 
[100], tracking errors of each control objectives and injected grid current THD are used as a tool 
for selection of weight factors using branch and bound technique. 
( ) sin( )ref PCC lv k V t        (48) 
 for modes 1,3,4
min
       for mode 2
subject to  
   ( 1) ( ) ( ( ) ( ))
   ( ) ( 1) , ( ) ( 1)
   ( ) ( 1) , ( )
P P Q Q C C L L
C C L L V V
S
P ref out Q ref out
C C ref C L L ref
g g g g
g
g g g
x k x k T Ax k Bu k
g P k P k g Q k Q k
g V k V k g I k





   
   
     
    ( 1)










Assuming the system is operating initially in mode 1, at the end of the control algorithm for 
mode 1, the mode detection algorithm determines the ZSI mode of operation. If mode 2 is detected, 
the grid synchronization algorithm will be triggered to determine the reference voltage for local 
loads to be regulated in mode 2. As it is illustrated in Fig. 22, mode 2 also regulates the C1 voltage 
and L1 current for determination of shoot through and non-shoot through operation. Then the 
optimization problem of (47) will be executed for mode 2. The voltage vector that minimizes the 
cost function will be determined and applied to the converter in mode 2. The mode detection 
algorithm runs again at the end of each loop. If the mode 1 is detected, the grid synchronization 
and phase adjustment algorithms will be triggered to seamlessly transit to grid-connected mode. 
 
Fig. 23.  Zonal representation of grid voltage. 
 
E. Results and Discussion 
The proposed controller is implemented in MATLAB/Simulink and experimentally validated 
using the PLECS RT Box. The proposed system is experimentally tested for several case studies 
in the grid-connected mode and islanded mode. The performance of the proposed controller is 
evaluated by looking into four important merit criteria: seamless transition between grid-connected 
mode and islanded mode, phase adjustment and grid synchronization, seamless transition between 
grid-connected and islanded mode with different frequencies, decoupled active and reactive power 
control in grid-connected mode, fast dynamic response of active and reactive power due to change 
in solar irradiance level or change in reactive power required by the grid at PCC, low tracking error 
0




in steady state operation, and reliable operation under distorted grid voltage in grid-connected 
mode. 
The transitions from grid-connected mode to islanded mode and vice versa are firstly 
examined. The vPCC, iL, and ig waveforms for this transition are shown in the scope shots of Figs. 
24 and 25. As pictured in Fig. 24, the dual-mode ZSI is initially connected to the grid and then it 
is disconnected from the grid. After disconnection from the grid, the grid current ig goes to zero 
instantly. The dual-mode ZSI operates in islanded mode after a short period for islanding detection 
and transition. It can be seen that a seamless transition from grid-connected to islanded mode is 
achieved without overshoot/undershoot for PCC voltage vPCC and/or inductor current iL during this 
transition process. In order to demonstrate the flexibility and reliability of the proposed controller, 
the local loads in islanded mode are assumed to operate at 180 Hz instead of 60 Hz grid frequency. 
This case study demonstrate the capability of the proposed system to seamlessly transfer to 
islanded mode while the local load frequency is different than the grid frequency.  
Fig. 25 demonstrates the dual-mode ZSI performance for transition from islanded mode to 
grid-connected mode. As picture, the ZSI is initially supplying local loads when islanded, then it 
will go to transition mode when the grid is ready to re-connect and the grid synchronization as well 
 










as phase adjustment algorithms are triggered. Similar to previous case, the transition happened 
seamlessly without harsh dynamic behavior in vPCC, iL, and ig as shown in Fig. 25.  
The experimental results of the dual-mode ZSI operation in islanded mode and grid-connected 
mode are shown in Figs. 26-28. A resistive load of 60 Ω is considered as the local load for islanded 
operation of the system in Fig. 26, the vPCC, iL, and ig waveforms are shown in Fig. 26 for this 
experiment. As it is pictured, the load voltage is tracking its reference PCC voltage for this case 
study with peak voltage of 120 V.  
Figs. 27 and 28 show the grid-connected mode operation when a step change is applied to 
active and reactive power references. In Fig. 27, the active and reactive power references are 
initially 300 W and 0 VAR (unity power factor) respectively, then a step change is applied to the 
active and reactive power references. The reactive power is changed to 200 VAR and active power 
is decreased to 200 W. In Fig. 28, the active and reactive power are changed back to 300 W and 0 
VAR. As it is shown in Fig. 27 and 28, the grid current overshoot/undershoot is negligible. The 
active and reactive power tracking errors are less than 0.06%. In order to evaluate the quality of 
the injected current to the grid, the individual harmonic components of the grid side current, ig, are 
tabulated in Table. I, the calculated ig total harmonic distortion (THD) of 2.48% is within the IEEE-
519 standards for grid-tied systems [86]. 
 












Fig. 29 and 30 show the three phase inductor (iL-abc) current during seamless transition for 
resistive local load of 30 Ω and 60 Ω. As it is pictured, for both cases of local load connected at 
the PCC to the system, seamless transition is achieved without significant deviation in the current. 
 
Fig. 26.  Islanded mode of operation. 
 
Fig. 27.  Grid connected mode: step change in active and reactive reference power, the reactive power changed from 0 to 200 
VAR and the active power is changed from 300 to 200 W. 
 
Fig. 28. Grid connected mode: step change in active and reactive reference power, the reactive power changed from 200 to 0 



















200 VAR & 200 Wref refQ P  0 VAR & 300 Wref refQ P 
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Fig. 31 shows the performance of the proposed controller under distorted grid voltage (vg) in 
grid-connected mode. As it is shown in Fig. 31, the grid current is not affected by the distorted 
grid voltage. The commanded unity power factor operation with high quality current waveform is 
achieved. Fig. 32 shows the experimental dynamic performance of active and reactive power to  
 
Fig. 29.   The waveform of iL-abc during seamless transition from grid-connected mode to islanded mode for local load of 30 Ω. 
 
Fig. 30.   The waveform of iL-abc during seamless transition from grid-connected mode to islanded mode for local load of 60 Ω. 
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big step change in active and reactive power references. A step change is applied to active power 
from 200 W to 800 W and in reactive power from 500 VAR to 0 VAR. As it is pictured in Fig. 32, 
the reference of active and reactive power were initially 200 W and 500 VAR respectively, then 
at time 2 s, a step change is applied to active and reactive power from 200 W to 800 W and from 
500 to 0 VAR respectively. As it is shown, the results demonstrate promising dynamic response 
for such a big step change also. The steady state operation tracking errors are shown in Fig. 32 (b) 
and (d), as it is pictured the power ripple are negligible.  The active power tracking error is 
 
Fig. 31.   The waveform of ig and vg under distorted grid voltage. 
 
Fig. 32.  Experimental results active and reactive power tracking: a) active power tracking response to step change from 200 W 
to 800 W b) active power steady state tracking error c) reactive power tracking response to step change from 500 VAR to 0 VAR 
d) reactive power steady state tracking error. 
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negligible with active power ripple of less than 0.8 W peak to peak. Similarly, the reactive power 
is tracked with negligible oscillation and tracking error, for unity power factor reference, the 
achieved experimental power factor is around 0.99 and the reactive power ripple is less than 0.8 
VAR peak to peak. It worth mentioning that, for the proposed multi-objective control system 
priorities can be given to individual control objectives by adjusting the weight factors in the MPC 
cost function (49). The active and reactive power tracking performance in Fig. 32 can be adjusted 
by lowering the tracking accuracy of other control objectives in (49) from their references. Thus 
an engineering trade-off is applied in this paper to balance the tracking performance between all 
the control objectives in the single hybrid cost function of (49). 
F. Conclusion 
This section of the dissertation proposes a MPC technique for a dual-mode ZSI with seamless 
transition between grid-connection and islanding mode without significant deviation in voltage 
and current due to mismatch in phase, frequency, and amplitude of grid voltage and load. The 
proposed single loop controller determines the optimal switching states for the ZSI based on its 
mode of operation. A single hybrid cost function is developed for all modes of operation which 
simplifies the design and practical implementation of the proposed model based predictive 
controller. This characteristic of the proposed system is well suited for the impedance source 
inverters which require advance and complex modulation scheme due to their shoot-through state 
in addition to active and null states. The hybrid cost function is optimized during each sampling 
time to: harvest the maximum power from the PV module, inject the active power to the grid, 
provide reactive power compensation for the grid as an ancillary service to the grid through PCC, 
and maintain the PCC voltage in the islanded mode. The explanation of system modes of operation, 
strategy to transit between modes of operation, and operation in steady state modes are provided. 
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Several experimental case studies are provided to validate the theoretical expectations. The results 
demonstrate robust operation in all modes of operation. The main features of the proposed 
controller are high quality grid current in grid connected mode, fast dynamic response in grid-
connected mode to step change in active and reactive power, negligible power ripple in steady 
state operation, seamless transition between modes of operation without significant deviation in 
PCC voltage and current, robust operation under distorted grid voltage, and capability to operate 




IV. Z- SOURCE INVERTER FOR PHOTOVOLTAIC SYSTEMS WITH LOW VOLTAGE RIDE 
THROUGH CAPABILITY 
A. System Description 
Fig. 33 illustrates the proposed smart PV system by model predictive based control of ZSI with 
LVRT capability. This section presents the predictive modeling of the PV side impedance network 
and the grid side filter. The dynamic model of the grid side filter is given by, 
1
( ) ( ( ) ( ) ( ) )L i g L esr
d
i t v t v t i t R
dt L
    (50) 
1
( ) ( ) ( ( ) ( ))C g L g
d d
v t v t i t i t
dt dt C
    (51) 
where iL (t) is the inductor current, vi (t) is the output voltage of the inverter, vg (t) is the ac 
gridvoltage, L and C are the filter’s inductance and capacitance values, and Resr is the equivalent 
series resistance of the inductor. By applying the Euler forward approximation method to (50) and 
(51), the discretized model of (50) and (51) are found as: 
( 1) ( ( ) ( ) ( ) ) ( )sL i g L esr L
T
i k v k v k i k R i k
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v k i k i k v k
C
     (53) 
where Ts is the sampling period.  
One of the main characteristics of ZSI is its shoot-through mode for flexible boosting of the 
input (PV) voltage. In this mode, both switches in one leg of the inverter are simultaneously turned 
ON. The equivalent circuit model of the ZSI in Fig. 33 for shoot-through mode and non-shoot-
through modes (active states) are illustrated in Fig. 34 (a) and (b). Using these equivalent circuits 
and Euler forward approximation, the predictive model of the Z source network can be developed 
[117]. According to [117], the predictive equations for the inductor L1 current and capacitor C1 




while the same equations for a shoot-through state are, 
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Fig. 33. General schematic of the proposed power electronics interface based on z-source inverter for grid-tied photovoltaic 
application with low voltage ride through capability. 
  
(a) equivalent circuit in shoot-through mode (b) equivalent circuit in non-shoot-through mode 
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The second order general integrator (SOGI) [115] is used to determine the in-phase and 
quadrature component (αβ) of grid voltage and current. The characteristic transfer functions of 






















Where   is the damping factor and ω is the fundamental frequency. The SOGI can filter the 
harmonics that are far from the fundamental frequency. The SOGI can effectively extract the 
fundamental component from signals associated with harmonic components. Thus, using SOGI 
the grid voltage vg (t) and grid current ig (t) can be formulated as, 
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Using this terminology and the instantaneous power analysis [118], the predictive equations for 
the active and reactive power can be determined as,  
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(63) 
B. Modes of Operation 
Next generation PEIs similar to the one shown in Fig. 33 for grid-connected PV systems need 
to take into consideration the effects of reactive power injection into the grid under grid fault 
conditions. This is required according to grid standards and codes in addition to concern for the 
injected power quality. 
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The proposed system in Fig. 33 has two modes of operation: The MPP mode and the LVRT 
mode.  In the MPP mode, the system operates at unity power factor and the maximum available 
active power from the PV is injected to the grid. The proposed system is also capable of providing 
reactive power for the grid as an ancillary service in the MPP mode. The system operates in MPP 
mode until the Sag Detector unit detects a grid voltage fault. After the fault detection, the controller 
triggers the mode change and the system enters the LVRT mode. In this mode, the system can 
tolerate the voltage drops for a short period of time. Simultaneously, the system injects reactive 
power into the grid to aid with re-establishing the grid voltage.  The required reactive power 
injection in LVRT mode according to E.ON code [119] as an example, is illustrated in Fig. 35. As 
pictured, the required reactive power to recover the voltage is a function of the grid voltage (vg). 
In addition to the grid voltage stabilization, in the LVRT mode, the avoidance of PV power 
generation can be realized [120]. The power generation profile during LVRT mode will be 
discussed in the next section. 
C. Power Profiles 
The overcurrent protection strategy and required amount of reactive power by the grid in LVRT 
mode determine the reactive power injection strategy. Literature suggests several reactive power 
injection strategies for single phase inverters [93, 122, 123].  Some notable examples are the 
 

















































constant active current strategy, the constant average active power strategy, and the constant peak 
current strategy [122, 123]. The constant active current strategy extracts the maximum available 
power from the PV array. In this method, the amplitude of the injected current to the grid may 
exceed the inverter maximum allowable current. This operation situation may lead to the failure 
of the whole system and thus increase the operation and maintenance costs. Another approach to 
maximize the power harvest from the PV array is to maintain the average injected active power at 
a constant value in LVRT mode. This method is called constant average active power strategy. In 
this strategy also, there is a risk of overcurrent failure due to the demand for reactive power 
injection by the grid. In both aforementioned strategies, some constraints can be added to the 
controller to avoid inverter shutdown due to overcurrent protection. But considering an existing 
inverter with a specific robustness margin, enforcing additional constraints limits the reactive 
power injection capability. Thus, in this situation the active power generated by PV should be 
reduced to provide sufficient room for reactive power injection. 
In this paper constant peak current strategy is used as the power profile during LVRT mode. 
In this method, the amplitude of the injected current to the grid is kept constant, thus the issue of 
overcurrent protection and inverter shutdown in previous two aforementioned methods are 
avoided. The current (Iq) injected can be calculated according to Fig. 35 as,  
As it is shown in Fig. 35, for a specific grid voltage (vg) and gain ( ), a certain level of reactive 
power should be injected into the grid according to level of voltage sag. For example for a 0.7 p.u. 
grid voltage (vg) and 2 p.u. , at least 70% of the rated grid current (Irated) should be injected into 
grid. If the grid voltage (vg) is less than 0.5 p.u., the ZSI will generate full reactive power (Iq=Irated). 
(1 )
where: 0.5 p.u. 0.9 p.u.











According to this grid code, the voltage control can have a dead band of ±0.1 as shown in Fig. 
35. In this method, the maximum grid current is set as the rated current of the ZSI (Ig-max=Irated). 
The phasor diagram of the system under normal grid condition and dur ing LVRT mode based on 
constant peak current strategy are illustrated in Fig. 36. As pictured, the injected active power to 
the grid is decreased in the LVRT mode. 
  
(a) Unity power factor power profile under normal grid 
condition. 
(b)  Constant peak current power profile during low 
voltage ride through operation. 
Fig. 36. Power profile for single phase grid-tied z-source inverter. 
 
D. Active and Reactive Power Refrence Generation 
Active and reactive power control at the same time requires control of both of the power or 
their power components i.e. id and iq. In this paper based on the mode of operation (MPPT or 
LVRT), the power components are adjusted through control of P and Q by MPC cost function. 
This section presents the active and reactive power reference generation for MPC cost function. 
During the normal grid condition operation, the reference for active power (Pref) is determined by 
the MPPT unit. The previously developed model predictive based MPPT in [110] is used to harvest 
the maximum available power from the PV array under normal grid condition. This model 
predictive based MPPT method shifts the PV voltage to MPP voltage by adaptively 
incrementing/decrementing the future PV voltage according to proximity to MPP. The determined 

























oscillation around the MPP and improves the dynamic performance [110]. The reactive power 
reference (Qref) is set to zero for unity power factor operation in this mode of operation.  
In the LVRT mode, the power reference is generated based on the grid requirement as shown 
in Fig. 35. Accordingly, the corresponding power factor in the LVRT mode can be expressed as, 
 
As mentioned in the previous section, the peak of injected current from ZSI into the grid is kept at 
its rated current (Ig-max=Irated), then current (Id) in dq rotating reference frame can be calculated as, 
The required reactive current for injection can be determined by (64) in conjunction with grid 
code standard E.ON which is illustrated in Fig. 35. This standard demonstrate the required reactive 
power by the grid based on level of grid voltage sag. Thus the reference active (Id) and reactive 
current (Iq) in LVRT can be calculated according to the grid standard (Fig. 35) and equations (64) 
and (66) in dq frame. Using the instantaneous power theory and calculated Idq, the reference active 
(Pref) and reactive (Qref) power can be calculated. 
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Fig. 37. Power profile for single phase grid-tied z-source inverter for photovoltaic application and P-V characteristics of 
photovoltaic panel when grid voltage sag occur: the active power drown from photovoltaic panel diminish in LVRT mode by 
















Fig. 37 illustrates the graphical representation of the power drawn from PV array during MPPT 
and LVRT modes of operation. The constant peak current strategy limits the active current drawn 
from the PV panels in LVRT in order to prevent ZSI shutdown due to current protection. As shown 
in Fig. 37, depending on the depth of voltage sag according to Fig. 35, the injected active current 
to the grid is decreased to maintain the constant grid peak current when delivering the required 
reactive current to the grid according to grid standards (Fig. 35). Thus, the active power drawn 
from the PV panels are decreased. In this situation, the PV power (PPV) can be decreased by moving 
to the right or left of the MPP operating point. The proposed controller reduces the PPV in LVRT 
mode by shifting the operating point to the left of the MPP as shown in Fig. 37, because operation 
in the right side of MPP may cause instability [124]. It is worth mentioning that, this strategy for 
the proposed PEI can be used for overnight operation of the PV system with energy storage in the 
absence of solar irradiance to support reactive power injection to the grid as an ancillary service. 
E. MPC Cost Function Minimization  
As mentioned in the previous section, the proposed system has two modes of operation: MPPT 
under normal grid condition and LVRT in case of grid voltage sag. Thus a hybrid cost function for 
MPC needs to be developed. The control variables references for the hybrid cost function is 
determined according to system’s mode of operation, MPPT unit power output, and LVRT 
reference generation unit outputs. The sag detector triggers use of the appropriate weights in the 




In this cost function, n indicates the value of weighting factors associated to each mode of 
operation. Since we have a hybrid MPC cost function for each mode of operation (MPPT and 
LVRT), the weight factors ( , , ,n n n n       ) are selected adaptively based on the modes of operation. 
The system operates in MPPT and LVRT modes for n = 1 and n = 2 respectively. According to 
(18), two set of weight factors coefficient are selected: one set for MPPT mode (n=1) and another 
set for LVRT mode (n=2). If there is no grid voltage sag, then 
1 1 1 1, , , 0n n n n             and, if the 
voltage sag is detected then the
1 1 1 1, , , 0n n n n           and the 2 2 2 2, , , 0n n n n           . This method of 
formulation will provide more flexibility to improve the dynamic performance of the reactive 
current injection to the grid in LVRT mode for provision of ancillary services. Similarly, in case 
of MPPT operation mode, priority can be given to PV power harvesting under dynamic PV ambient 
conditions.  
The non-zero weights factors are determined using branch and bound technique [125, 126] in 
order to minimize the number of required simulations to find appropriate weight factors. This 
technique firstly identifies a couple of initial values for the weight factors (for example 4 values), 
commonly with different orders to have a very wide range. Then control objectives will be used 
as a measurement tool to narrow down the range of initially identified four weight factors by 
eliminating weight factors that doesn’t meet the desired performance. Assuming that only two of 
the initially selected weight factors yield acceptable results, then four new weight factors will be 
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chosen for further tuning. This procedure is continued to finally determine optimal weight factors. 
In this paper we have chosen the tracking errors of each control objectives and injected grid current 
THD as a measurement tool for selection of weight factors using branch and bound technique. 
The IL1-ref  in MPPT mode is calculated from the determined maximum available PV power 
(PPV) and the VPV at MPP. In the LVRT mode, the IL1-ref  is calculated according to the required 
reactive and active power that should be injected into the grid using the constant peak current 
method. In the LVRT mode, the system is not operating at its MPP, thus the PPV and as a result 
IL1-ref will shift from MPP coordinates as shown in Fig. 37. The capacitor C1 voltage should be 
greater than double the grid voltage [127], thus the VC1-ref  is chosen to be 2.5 gridV . Finally, the 
cost function (67) is minimized based on the system model for all active, zero, and shoot-through 
states   1,5   and the calculated references according to the mode of operation. The 
predictions of the values of the control variables are obtained for each feasible voltage vector state, 
and the cost function (67) is calculated accordingly for each of these voltage vectors. The switching 
state   that minimizes the cost function J   will be applied to the ZSI in Fig. 33. 
F. Result and Discussion 
The proposed system, illustrated in Fig. 33 with parameters given in Table V, is tested 
experimentally for several case studies in MPPT mode with normal grid condition and LVRT 
mode in case of grid voltage sag occurrence. Fig. 38 illustrates the proposed predictive model of 
the control objectives for MPC cost function. Fig. 38 (a) and (b) show the predictive model of 
inductor current and capacitor voltage in the impedance network (L1 and C1) for shoot- through 
mode and non shoot-through mode respectively. These predicted models depends on the system 
model parameters and sampling time TS. Fig. 38 (c) shows the predicted active and reactive power 
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(P and Q) for regulating them based on MPPT and LVRT reference generation through MPC cost 
function (67). 
 
(a) Predictive model of the inductor current and capacitor voltage (L1, C1) in non shoot-through mode. 
 
(b) Predictive model of the inductor current and capacitor voltage in shoot-through mode 
 
(c) active and reactive power predictive model. 
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The performance of the proposed system is evaluated by looking into the following important 
merit criteria: harvesting the maximum power with small oscillation around MPP, fast dynamic 
response under dynamic PV ambient condition, robust operation under grid voltage sag, reactive 
power injection support in LVRT mode according to grid standards and codes such as E.ON 
standard [119], decoupled active and reactive power control in MPPT mode without affecting the 
boosting operation of ZSI, and high quality current injection to the grid considering the Total 
Harmonic Distortion (THD) limits according to IEEE-519 standards [86].  
In order to start the experiments, the system is initially tested in normal grid condition with the 
objective to operate at MPPT with unity power factor.  The resulting waveforms for this condition 
are shown in the scope shot of Fig. 39 (a). Remaining in the healthy grid condition, the system is 
tested through a more realistic scenario in which the grid voltage has distortions. In this 
experiment, the highest allowed values of 3rd, 5th, 7th, and 11th order harmonics according to IEEE-
519 standards [86] are added to grid voltage (vg) using a programmable ac power source. As shown 
in the scope shot of Fig. 39 (b), the control objectives are achieved perfectly even in presence of 
grid voltage harmonics. 
The performance of the controller during a grid voltage sag event (due to a fault) is tested next.  
The resulting waveforms are shown in the scope shots of Figs. 39 (c) and (d). In this experiment, 
the system is initially operating with normal grid condition at unity power factor.  Subsequently, 
at time instant t1, the sag detector detects 25% voltage sag in the grid voltage and according to the 
LVRT operation requirement and depth of sag, the ZSI is triggered to inject 400 VAR reactive 
power into the grid. As pictured in Fig. 39 (c), the peak of the grid current is kept constant before 
and after the reactive current injection, thus achieving the proposed predictive controller objective 
to maintain constant peak current in this mode of operation. Later, at instant t2 the grid voltage 
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returns to normal condition, and the controller is triggered to return to MPPT operation mode at 
unity power factor as shown in Fig. 39 (d). 
The last experiment is examining the response of the system to a change in solar irradiance in 
normal and faulty grid conditions. The effect of solar irradiance changes in normal grid condition 
(MPPT mode) is illustrated in Fig. 40 (a). The solar irradiance is initially at 1000 W/m2, then at 
time t3 the solar irradiance is stepped down to 700 W/m
2. As pictured, the peak grid current and 
inductor L1 current are decreased according to the P-V characteristic of the PV panel. The grid 
current is maintained constant according to the available power from the PV panel and the step 
change in solar irradiance did not cause any inrush grid current. Fig. 40 (b) illustrates the response 
of the proposed system to step change in solar irradiance after the sag detector detects a 25% grid 
voltage sag and puts the system in the LVRT mode.  The solar irradiance is initially at 700 W/m2, 
then at time t4 the solar irradiance is stepped up to 1000 W/m
2. As pictured, this change causes an 
increase in the grid peak current and inductor L1 current. This case study demonstrates the 
capability of adjusting the power drawn from the PV panel by moving along P-V characteristic 
curve of PV panel according to available solar irradiance and depths of voltage sag to maintain 
LVRT operation requirement.  
Finally, the active and reactive power for experiments in Figs. 39 (c) and (d) are obtained from 
oscilloscope and plotted in MATLAB for better observation of dynamic response of the controller 
when the sag detector detects 25% grid voltage sag. As it is shown in Fig. 41, the level of active 
power injected into grid is decreased to provide sufficient room for reactive power injection 
according to LVRT control mode requirement. Due to the capability of MPC for predicting the 
error before applying the switching state to the ZSI, the change in the mode of operation from 
MPPT to LVRT and vice versa is achieved seamlessly. As it is shown in Fig. 41, the proposed 
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predictive controller for ZSI, without requirement of challenging tuning in each mode of operation, 
has promising dynamic response and high control efficacy in steady state operation. Similarly, as 
pictured in the scope shots of Figs. 40, the proposed predictive controller effectively shifts the 
operating point of the ZSI along the P-V characteristic curve of the PV panel to maximize the 
energy harvest and provide the required reactive power without inrush grid current or diminishing 
the grid power quality. The individual harmonic components of the grid side current, ig, are 
presented in Table. III. The calculated THD of ig is 2.87% which is within the IEEE-519 standards 
for grid-tied systems. 
 
 
(a) The grid voltage (vg), grid current (ig), inductor L1 current (IL1), and pulsating dc-link voltage (Vdc) when the system is 
operating in MPPT mode and unit power factor in normal grid condition. 
 
(b) The grid voltage (vg), grid current (ig), inductor L1 current (IL1), and pulsating dc-link voltage (Vdc) when the system is 












(c) The grid voltage (vg), grid current (ig), inductor L1 current (IL1), and pulsating dc-link voltage (Vdc) when the 25% grid 
voltage sag occur at t1 and the system change its mode of operation from MPPT to LVRT with reactive current injection 
 
(d) The grid voltage (vg), grid current (ig), inductor L1 current (IL1), and pulsating dc-link voltage (Vdc) when the grid goes back 
to normal condition at t2 and the system changes it mode from LVRT to MPPT with unity power factor. 
Fig. 39. System performance evaluation in steady state MPPT mode and transition between LVRT and MPPT modes. 
 
(a) The grid voltage (vg), grid current (ig), inductor L1 current (IL1), and pulsating dc-link voltage (Vdc) with step change in 
solar irradiance level from 1000 W/m2 to 700 W/m2 at time t3 when the system is operating in MPPT mode under normal grid 
condition. 
 
(b) The grid voltage (vg), grid current (ig), inductor L1 current (IL1), and pulsating dc-link voltage (Vdc) with step change in solar 
irradiance level from 700 W/m2 to 1000 W/m2 at time t4 when the system is operating in LVRT mode and 25% grid voltage sag. 
 

























Fig. 41. Active and reactive power when the grid voltage sag of 25% occur for time interval t1 to t2. The system is operating in 
normal grid condition before t1 and after t2. 
 

















TABLE VI: Grid current harmonics distortions 



















G. Conclusion  
This section of the dissertation proposes a single stage power electronics interface based on 
impedance source inverter for photovoltaic applications with LVRT capability during the grid 
voltage sag according to grid standards. By using the MPC framework, a simple control strategy 
is proposed with an adaptive cost function to seamlessly operate under normal and faulty grid 































condition. The proposed system eliminates the requirements of multi-nested-loop of classical 
controller. Due to the predictive nature of the controller, the proposed system has fast dynamic 
response to change in solar irradiance or grid reactive power requirement according to LVRT 
operation. The system is switching between LVRT and MPPT modes of operation seamlessly. The 
proposed system can be extended for overnight operation of PV sources in DGs with reactive 
power compensation capability as ancillary service from DG to main grid. Several experiments 
have been conducted to verify the performance of the proposed system. The results demonstrates 
robust operation, maximum power point operation during the healthy grid condition, high power 
quality injection during steady state condition, negligible overshoot/undershoot in grid current 
injection due to change in solar irradiance or reactive power reference, no observation of inrush 
current during dynamic change in MPC cost function references for LVRT operation, and 
maintaining constant peak grid current during LVRT mode.  
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V.   EXTREMUM SEEKING BASED MODEL PREDICTIVE MPPT FOR GRID-TIED Z-
SOURCE INVERTER FOR PHOTOVOLTAIC SYETEMS 
A. System Description 
The purpose of this paper is to propose a discrete-in-time ES based Predictive MPPT (referred 
to as ESP-MPPT hereinafter) method without a modulator for a ZSI acting as a PEI, Fig. 42. The 
predictive controllers can be used for implementation of ES based MPPT algorithms on ZSIs with 
multi-objective control functionality. Comparing to classical control schemes, MPC techniques 
deliver fast dynamic response with high stability margin, making them well suited for PV systems 
in harsh ambient condition and abnormal grid condition. Also, for the ZSIs, the MPC eliminates 
the complex modulation stage required to implement the shoot through state [128].  
The provided stability analysis of the proposed method by Lyapunov’s Theorem guarantees 
the convergence of the algorithm to the MPP. The proposed method exhibits better performance 
in comparison to conventional hill-climbing methods and requires less computational effort than 
artificial intelligence-based and complex mathematical methods. This work proposes a method 
that performs better than the conventional MPPT methods while requiring less computational 
effort than more modern MPPT techniques, and is backed by a rigorous proof of convergence that 
guarantees stable operation even in presence of noise and dynamical environmental conditions. In 
addition, the proposed approach features fast dynamic response and negligible oscillations around 
the MPP at steady state, which results in size reduction of passive components in the impedance 
network of ZSI which is a challenge in ZSI design [129]. The one-line block diagram of the 
proposed system is illustrated in Fig. 42, the detail system description will be presented in sections 




Fig. 42. General schematic of the proposed power electronics interface based on grid-tied z-source inverter for photovoltaic 
application. 
B. System Model 
This section presents the predictive modeling of the grid side filter and the PV side impedance 
network. The dynamic model of the grid side filter is given by, 
Where iL(t) is the inductor current, vi(t) is the output voltage of the inverter, vg(t) is the ac grid 
voltage, L and C are the filter’s inductance and capacitance values, and Resr is the equivalent series 
resistance of the inductor. By applying the Euler forward approximation method to (68)-(69), they 
can be discretized, 
1
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where Ts is the sampling period. 
One of the main characteristics of ZSI is its shoot-through mode for flexible boosting of the input 
(PV) voltage. In this mode, both switches in one leg of the inverter are simultaneously turned ON. 
The equivalent circuit model of the ZSI in Fig. 42 for shoot-through mode and non-shoot-through 
modes (active states) are illustrated in Fig. 43 (a) and (b). Using these equivalent circuits and Euler 
forward approximation, the predictive model of the Z source network can be developed [35]. 
According to [35], the predictive equations for the inductor L1 current and capacitor C1 voltage in 
a non-shoot-through mode are, 
while the same equations for a shoot-through state are, 
The second order general integrator (SOGI) [115] is used to determine the in-phase and quadrature 
component (αβ) of grid voltage and current. Thus, by using the instantaneous power analysis [118] 
and the αβ component of grid voltage and current, the predictive equations for the active and 
reactive power can be determined as 
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(a) equivalent circuit in shoot-through mode (b) equivalent circuit in non-shoot-through mode 
Fig. 43. Equivalent circuit model of the impedance network of ZSI in Fig. 1 during shoot-through and non-shoot-through 
modes. 
C. Proposed Contorller for Photovoltaic Side of ZSI 
The Extremum Seeking Maximum Power Point Tracking Algorithm block diagram in Fig. 42 
is responsible for determining a desirable trajectory for the L1 current that leads to MPP.  The 
trajectory provided by this block is tracked using the MPC. The MPC approach for determination 
of optimal switching state at each iteration are commonly formulated in discrete-time with fixed 
sampling intervals. This concept fits well with the proposed discrete-in-time ES based predictive 
MPPT algorithm. The general model of the ZSI impedance network can be represented as a 
nonlinear system in discrete-time state space form as, 
where nx   and mu   are the states and the inputs of the converter. For the ZSI of Fig. 42, 
for instance, one of the controller inputs for MPC is the reference signal generated by the 
Extremum Seeking-MPPT block and the states are the PV panel voltage (Vpv) and current (Ipv). 
The states (x) are inputs of a function that represents the P-V characteristic of the PV panel,  
where ( )h x  is unknown and depends upon the ambient conditions and some elements of x , 
and y are the output power of the PV panel.  While the MPPT algorithm is operating, it samples 
the inputs and outputs of this function (PV voltage and power, respectively). As a result, the 
sampled function can be represented as ( )k ky h x  where the subscript k   denotes the 
sampling of the MPPT algorithm.  The subscript k will be used throughout the paper for all the 
1 ( , )k k kx f x u   (78) 































quantities sampled with this same rate. According to PV characteristic curves, (79) has a unique 
global maxima *
ky  (maximum power) subject to be found by adaptively tracking 
*
kx  (PV current), 
The MPPT algorithm is responsible for the accurate tracking of 
*
kx   in presence of ambient and 
parameter variations. It also should be able to make the system globally asymptotically stable, and 
be easy and economical to implement.  Without loss of generality, it is safe to assume that ( )kh x  
can be expressed in a Linear-In-Parameter (LIP) form [130], similar to 
where l    is a vector of unknown parameters and  is a known regression vector function of kx
. A typical P-V curve similar to the ones shown in Fig. 44 has a unique maxima that allows for the 
assumption that ( )kh x can be locally expressed as a second-order polynomial in the following 
form: ( ) lkS x   
where ,a b  are unknown parameters. A second polynomial in form of (82) is chosen due to 
P-V characteristics as illustrated in Fig. 44. By looking at the Fig 44, one can recognize that the P-
V curve has to pass through the origin that means the first term can be selected as zero, to minimize 
the estimation error and computation effort. Furthermore, the P-V curve is convex with a unique 
maximum which indicates that a polynomial in the form of (82) is an appropriate candidate to 
locally estimate it. Due to the same reason, a first order polynomial is not an appropriate fit because 
it does not offer any local maximum. Further, if we select a 3rd order polynomial, we will only add 
extra computation error to the estimation process because the estimation of the x3 coefficient will 
inevitably converge to zero. In other words, on one hand, the developed theory in this work 
supports the selection of any higher order polynomial. But on the other hand, unnecessary higher  
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Fig. 44. The P-V and I-V characteristic curves of a typical PV module. 
orders may cause larger transient errors and more demand of processing power. In (82), the vector 
of unknown parameters is equal to 
and the regression vector is 
The ( )kh x  has a unique max that can be found by solving the differential equation obtained by 
taking the derivative of (81), 
This equation has a unique solution with respect to kx  (MPP).  The proposed MPPT method 
introduces the following iterative hill-climbing formula based on (85) that generates a desired 
trajectory ( 1
d
kx  ) at (k+1) for the states to climb to the MPP, 
where k  is an adaptation parameter which will be discussed further below, and ˆk   is the 
estimated value of k .  It will be proven later in this section that by convergence of ˆk  to k , the 
generated desired trajectory will direct the system toward the MPP. As a result, an update law to 
 
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effectively estimate ˆk   is required for operation of this MPPT method. The proposed update law 
for estimation of ˆ
k  based on least square estimation is 
where 
kY is the sampled output vector, 
and 
kS is the sampled regression matrix of the form, 
The j in (88) and (89) is the size of the sampled data stored in the memory.  For example, for j 
equal to 3 the sampled output and regression matrices are, 
The block diagram of the proposed MPPT system is shown in Fig. 45. The Converter Dynamics 
block in this figure represents the general dynamic model of the converter as in (78). The PV Panel 
block represents the P-V characteristic of the panel based on (79).  The states of the converter ( kx
) are inputs to this block.  The output of this block is the amount of power generated by the PV 
panel ( ky ).  The two Sample/Hold and Memory blocks sample the states and the PV power and 
form kY  and kS in (88)-(89). These matrices are then fed to the Parameter Estimator block that 
realizes (87) to generate ˆk .  The estimated parameter vector ( ˆk ) is then transferred to the Desired 
Trajectory Determination block to generate the desired state trajectory (
d
kx ) based on (86). Thus 
two of the reference signals ( 1 ref ref( ), ( )LI k P k ) for the MPC cost function formulation are 
determined as shown in Fig. 42. The MPC cost function, which will be developed at the end of 
this section, will track the desired trajectory (
d
kx ) by operating in the shoot through and non-shoot 
through states. This results in the states of the system of (78) to converge to equilibrium point at 
*
kx   that coincides with the MPP,  
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smaller than the sampling time of the Extremum Seeking-MPPT algorithm (desirable trajectory 
determination algorithm in Fig. 45).  This gives the MPC enough time to safely regulate the states 
( 1kx  ) to the desired reference points (
d
kx ) before the next iteration of the MPPT loop.  As a result, 
from the point of view of the outer MPPT loop, the actual states of the system are always equal to 
the desired states.  With this assumption, from (86), it will not be an abuse of notation to write the 
MPPT algorithm’s dynamics as 
 
Although it is proven in [131] that the least squares estimation method utilized in (92) provides 
   with minimum estimation error, to guarantee that T
K KS S  in (87) is invertible, the outer Extremum 
Seeking-MPPT algorithm should guarantee that at least two rows of (89) are linearly independent.  
The invertibility of T
K KS S is in fact guaranteed according to the Persistence of Excitation (PE) [130] 































D. Proposed Controller for Grid Side of ZSI 
At the grid side, the controller should inject the maximum power harvested from the PV panel 
and control the ratio of active/reactive power injected to the grid (power factor control). The 
developed grid side system model given by equations (76) and (77) are used to achieve these 
control objectives. Thus (76) and (77) are calculated for all possible voltage vectors.  For the ZSI 
nine vectors are considered including six active states, two null states, and one shoot through state. 
Then the MPC cost function evaluates and compare these resulting (76) and (77) values with the 
desired active and reactive power to be injected to the grid.  The active power reference ( ref ( )P k ) 
can be determined from the proposed ESP-MPPT method explained earlier in this section. The 
reactive power reference ( ref ( )Q k ) can be zero for unity p.f. operation or can be set by the grid 
operator according to grid requirement as an ancillary service. 
 
Fig. 45. The block diagram of the proposed ESP-MPPT method. 
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E. MPC Cost Function Optimization  
The control objectives for the ZSI are the inductor (L1) current (IL1), the capacitor (C1) voltage 
(VC1), the grid side active power (P), and the grid side reactive power (Q). In summary, the 
reference signal for inductor (L1) current (IL1) and active power (P) are determined from the ESP-
MPPT. The reference signal for reactive power (Q) is set according to grid requirement by the grid 
operator or grid standards such as E.ON [119]. The capacitor (C1) voltage (VC1) reference signal 
is assumed to be 600 V which is more than double the grid voltage of 208 VRMS to transfer the 
active power easily. The reference value for (VC1) can be different according to active/reactive 
power requirement of the grid.  
As explained in the previous section, the PV side of the system in Fig. 42 has 2 states: shoot 
through and non-shoot through states. This results into two possible values for (VC1(k+1)) and 
(IL1(k+1)) which can be calculated according to (72)-(75). For the grid side components (P, Q), 
there are 9 possible voltage vectors that results into 9 values for P (k+1) and Q (k+1) and are 
calculated using (76)-(77). Finally, in order to determine the optimal switching signal for the ZSI, 
a single cost function g is developed with all these control objectives and their corresponding 
desired values. The designed cost function g subject to minimization is given by,  
In this cost function,  1,9   represents the 9 possible voltage vectors of ZSI and  1,2 
represents the shoot through and non-shoot through states for VC1(k+1) and IL1(k+1) calculation. 
The switching state that minimizes the cost function g will be applied to the ZSI in Fig. 42. The 
value of weight factors λ[1-4] in (93) are determined by branch and bound technique [125]. The 
   1,9 , 1,2
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branch and bound technique is a structured search method to determine certain variables in multi-
objective control techniques according to several defined figures of merit. The figures of merit 
considered in this paper according to cost function (93) are the active and reactive power, inductor 
L1 current, and capacitor C1 voltage. The terms (M1, M2, M3, M4) are defined, these terms 
correspond to the measured active power, reactive power, L1 current, and C1 voltage respectively. 
The weight factors trades-off the control objectives in (93) versus each other, thus M1, M2, M3, M4 
are evaluated for each group of weight factors (λ1-4 at each iteration) to ensure that the tracking 
performance of control objectives are within desired performance specifications. In order to start 
the iterations, four values for the weight factors are selected λ1-4 = (0.01, 0.1, 1, 10), then M1-4 are 
measured for each of these weight factors.  Since we have four weight factors in (93), for each 
iteration 24=16 evaluation for M1-4 can be performed. Assuming that only the smaller values of the 
weight factors yield acceptable results, the interval [(0.01, 0.1)] are considered for further tuning. 
An additional value of λ is computed as the mean of the two endpoints (λ=0.055), and M1-4 are 
again computed and evaluated for the new set of λ values. This procedure of branching and 
bounding weight factors is continued until an optimized value of λ is found. In order to furthermore 
minimize the simulations at each iteration, the value of one of the weight factors can be consider 
to be equal to 1 i.e. λ1=1, and λ2-4 can be tuned only. This is feasible because the ratio of the weight 
factors in multi-objective cost function is important, not their individual values. 
F. Convergence Analysis of the ESP-MPPT 
The concluding part in this section is to provide the proof of convergence for the proposed 
MPPT method.  The proof of convergence is provided in the form of a theorem as follows: 
Theorem - Consider the converter system of (78) harvesting energy from the PV panel with 
the P-V characteristic of (79), where ( )kh x  is unknown and variable with ambient condition 
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changes.  Assuming the converter is operating under an input voltage controller that can stabilize 
the tracking error 
d
k k ke x x   for a desired state trajectory 
d
kx , if desired state trajectory is 
generated by (86) and unknown parameters of ( )kh x are estimated using (87), then the desired state 
trajectory will converge to an equilibrium point that coincides with the MPP of the PV panel (
*
kx
), where * *ˆ ( ) / 0Tk k kS x x    . 
Proof – According to (85), the main objective is to prove that for the generated desired state 
trajectory,  
by evolution of time.  This means proving that the derivative of states go to zero under the proposed 
MPP tracker, which is the case when converging to the MPP.  From (83)-(84) the following can 
be obtained: 
 
Substituting (92) in (95) yields 
Using 
 































































































Therefore, if the following holds, 
 
it can be concluded that 
The inequality in (100) holds if  
k  is chosen, such that 
As a result, designing an appropriate k  using (102) leads to (101) holding true, which means the 
derivative of states converges to zero asymptotically. This means the operating point of the system 
will converge to *
kx with an exponential rate.  
Furthermore, the proposed method is based on estimating the unknown parameter,  
T
a b  , 
where    is estimated using the least square method (87) that is proven to be the most robust 
solution in system identification when the unknown function is LIP. In this work, using the 
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can vary due to the PV ambient conditions. Therefore, the proposed method is robust against the 
parameter variation. 
G. Result and Discussion 
The proposed controller is implemented and verified experimentally. The proposed PV grid-
tied system using ZSI in Fig. 42 is evaluated according to several factors: the accuracy of tracking 
MPP, the extent of oscillation around the MPP, the dynamic response to varying ambient 
condition, quality of the injected current to the grid, injecting the maximum harvested power from 
the PV panel to the grid and operation at unity power factor. A PV emulator is used to emulate the 
I-V and P-V characteristic curves of a SUNPOWER SPR-305-WHT-U for the experiments. The 
control scheme is implemented on a dSPACE 1006 platform for the system test, the use of this 
embedded system is intended for expedited prototyping, but many cheaper boards is capable of 
handling the proposed controller. The switching devices used for ZSI are C3M0075120J for 
Inverter Bridge and C4D15120D for the diode. The current and voltage sensors are CAS 25-NP 
and LV25-600 respectively. A programmable bidirectional AC power source (Regenerative Grid 
Simulator) is used as the grid in the experiments. 
The detail design of impedance network components is beyond the scope of this paper, several 
methods provided in literature to design the components in the impedance network of z-source 
inverters as [117]. In summary, the complete list of implemented system parameters for the 
experiments are given by Table I. Due to nature of MPC, the switching frequency is variable, in 
this experiment, for the sampling time 60 µs, the average switching frequency is around 9 kHz in 
steady state operation. Execution time measurements shows that the proposed MPC algorithm 
requires 25 µs which is feasible by most commercially available micro-controllers.  
To begin the analysis, the operation of system with solar irradiance of 750 W/m2 is evaluated. 
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The results for this experiment are shown by the scope shots of Fig. 46 and Fig. 47. The three 
phase grid side current and the inductor L1 current of the impedance network at the PV side are 
shown in Fig. 46. As it is shown by the inductor L1 current, the average current drawn from the 
PV panel is 4.1 A with 0.2 A current ripple where the expected PV array current at MPP is 4.2 A 
for 750 W/m2 solar irradiance according to the PV array characteristic curves. Thus, the proposed 
system is accurately tracking the MPP. The waveforms of the three phase injected current to the 
grid are given in Fig. 46.  As it is shown, the injected current to grid has negligible harmonic 
distortions. The individual harmonic distortion contents of the phase (a) grid current are tabulated 
in Table VII. The Total Harmonic Distortion (THD) of the injected grid current is 2.92% which is 
within IEEE-519 grid codes and standards.  Fig. 47 demonstrates the unity power factor operation 
of the system and the pulsating dc-link voltage. The pulsating dc-link voltage demonstrates the 
operation of ZSI in shoot through (when the dc-link voltage is zero) and non-shoot through (when 
the dc-link voltage is non-zero) sates. 
The second experiments evaluates the dynamic response of the system to a step change in solar 
irradiance from 1000 W/m2 to 750 W/m2 . Fig. 48, Fig. 49, and Fig. 50 demonstrate the system 
performance for this experiment. The system is initially operating at solar irradiance of 1000 W/m2 
, then at instant t1, the solar irradiance is step changed from 1000 W/m2 to 750 W/m2 . Fig. 48 
shows the dynamic response of the inductor L1 current and the three phase injected current to the 
grid. At the PV side, as it is shown by inductor L1 current, the controller tracks the new MPP fast, 
without significant overshoot/undershoot. At the grid side, the system reaches to its new operating 
point around 50 ms after the step change occurred at instant t1. The injected currents to the grid do 
not show any inrush effect due to step change in solar irradiance. Fig. 49 illustrates the effect of 
solar irradiance change on unity power factor operation of the system. As it is captured in Fig. 49, 
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the system is injecting the current into the grid with smooth reduction in the grid peak current 
without change in its phase to maintain unity power factor operation. The effect of this step change 
in solar irradiance on capacitor C1 voltage in the impedance network is shown in Fig. 50. As it is 
captured, the change in solar irradiance has minor effects on the C1 voltage as it is expected 
according to the PV characteristics curve when there is a change in solar irradiance.  
Finally, the response of the system to a step change in the ambient temperature of the PV panel 
is evaluated for a step of 25℃ to 50℃. The system performance for this experiment is shown in 
Fig. 51. As it is captured, after the step change at instant t2, the inductor L1 current moves to its 
new MPP operation and coordinates very fast to extract the maximum available power from the 
PV array. This will results in lower peak current at grid side. The grid side current is changed 
smoothly without experiencing inrush current.  
Fig. 52 illustrates the response of the proposed system to step change in solar irradiance while 
providing reactive power of 400 VAR for the grid. The solar irradiance is initially at 700 W/m2 , 
then at time t3 the solar irradiance is stepped up to 1000 W/m2 . As pictured, this change causes 
an increase in the grid peak current and inductor L1 current. The performance of the controller 
during a grid voltage sag event is tested next. The resulting waveforms are shown in the scope 
shots of Figs. 53 and  54. In this experiment, the system is initially operating with normal grid 
condition at unity power factor. Subsequently, at time instant t4, the ZSI is triggered to inject 400 
VAR reactive power into the grid. Later, at instant t5 the grid voltage returns to normal condition, 





Fig. 46. System operation in steady state solar irradiance condition, the three phase grid side current and the inductor L1 current 
in the impedance network waveforms with 750 W/m2 solar irradiance. 
 
Fig. 47.   System operation in steady state solar irradiance condition, phase (a) of grid voltage and current, pulsating dc-link 
voltage, and inductor L1 current in the impedance network with 1000 W/m2 solar irradiance. 
 
Fig. 48.   Dynamic response of the system to step change in solar irradiance from 1000 W/m2 to 750 W/m2, the three phase grid 












The injected current to grid has negligible harmonic distortions. The FFT spectrum analysis of 
the phase (a) of the grid current is shown in Fig. 55. The individual harmonic distortion contents 
of the phase (a) grid current are tabulated in Table VII. The Total Harmonic Distortion (THD) of 
 
Fig. 49.   Dynamic response of the system to step change in solar irradiance from 1000 W/m2 to 750 W/m2,  phase (a) of grid 
voltage and current, pulsating dc-link voltage, and inductor L1 current in the impedance network. 
 
Fig. 50.   Dynamic response of the system to step change in solar irradiance from 1000 W/m2 to 750 W/m2,  capacitor C1 voltage 
and inductor L1 current in the impedance network, phase (a) of grid voltage and current. 
 
Fig. 51. Dynamic response of the system to step change in ambient temperature of the PV panel from 25 deg C to 50 deg C, 


















the injected grid current is 1.92% which is within IEEE-519 grid codes and standards. Fig. 56 
shows the dynamic response of active and reactive power to step change in solar irradiance from 
1000 W/m2 to 750 W/m2 at instant t1. As it is shown, the system response to this step change is 
fast without significant overshoot/undershoot. Although a step change in solar irradiance is not 
happening in realistic conditions, but this scenario is considered as the worst case situation for the 
proposed system evaluation in this paper. 
In this paper, the robustness and performance of the proposed ESP-MPPT is analyzed for ±35% 
error (mismatch) in the impedance network model at the PV side of the system, the control efficacy 
at solar irradiance level of 1000 W/m2 is calculated and plotted in Fig. 57. In this analysis, the error 
in the C1  and  L1  models are assumed to be occurred concurrently, thus the worst case scenario is 
when there ±35% error in the models of C1  and  L1  at the same time. The proposed MPPT 
controller efficacy is varying between 95.5% to 99.5% with the ZSI impedance network model 
parameter mismatch of up to ±35%.  As it is shown in Fig. 57, even for the worst case scenario the 
controller has acceptable efficacy of  95.5%. 
The performance of the proposed method is compared to P&O and Fuzzy algorithm 
experimentally. The generated data from these experiments are recorded using the DSP directly 
and plotted using MATLAB for better visualization and comparison. The P&O method are 
designed to perform at their best in terms of dynamic response and oscillations around MPP for 
ZSI.  Fig. 58 (a) and (b) compares the performance of the proposed method vs. the P&O method.  
Fig. 58 (a) demonstrates the performance of the two methods when the temperature is stepped up 
from 25℃ to 75℃.  Fig. 58 (b) compares the performance of the two methods when irradiance is 
stepped up from 700 W/m2 to 1000 W/m2.  Fig. 58 (a) and (b) shows faster and more accurate 
response with negligible oscillation around MPP from the proposed method. According to this 
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figure, the proposed ESP-MPPT method maintains the PV voltage very close to the MPP voltage 
during the transient and regulates the PV current to the MPP current in a few seconds. Due to 
nature of predictive controllers which predicts the system behavior in a specified time horizon, the 
most significant advantage of the proposed technique is high accuracy tracking of gradually 
changing solar irradiance levels, a property absent in most well-known MPPT techniques such as 
P&O.  
TABLE VII: Grid current harmonic distortions 


















Fig. 52. Phase (a) of the grid voltage (va) and grid current, inductor L1 current (IL1), and pulsating dc-link voltage (Vdclink) 
with step change in solar irradiance level from 700 W/m2 to 1000 W/m2 at time t3 while 400 VAR reactive power is injected 
to the grid. 
 
 
Fig. 53. Phase (a) of the grid voltage (va) and grid current, inductor L1 current (IL1), and pulsating dc-link voltage (Vdclink) 




Fig. 59 compares the performance of the proposed method versus the Fuzzy algorithm.  Fig. 
59 (a) demonstrates the performance of the two methods when the temperature is stepped down 
from 25℃ to 75℃.  According to this figure the proposed method performs similar to the Fuzzy 
method.  Fig. 59 (b) compares the performance of the two methods when irradiance is stepped up 
from 700 W/m2 to 1000 W/m2.  According to this figure, the proposed method maintains the 
voltage very close to the MPP voltage during the transient and regulates the current to the MPP 
current in a few seconds.  The performance of the Fuzzy method is mostly comparable to the 
proposed ESP-MPPT method in terms of convergence speed, however, the Fuzzy method 
increases the voltage for a short period of time during the transient which degrades its performance 
 
Fig. 54. Phase (a) of the grid voltage (va) and grid current, inductor L1 current (IL1), and pulsating dc-link voltage (Vdc-link) 
when the grid goes back to normal condition at t5 and the systems return to unity power factor operation. 
 
Fig. 55. FFT spectrum analysis of the phase “a” of the grid current. 
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slightly. Furthermore, the Fuzzy method effectiveness depends a lot on knowledge of the user or 
control engineer in choosing the right error computation and coming up with the rule base table, 
thus the design complexity is considered high in literature [5]. 
It worth mentioning that ZSI operates differently than conventional VSI/CSI. Using traditional 
control techniques for ZSI appears to be challenging since several cascaded loops are required 
[132, 133]. However the proposed ESP-MPPT in model predictive control frame achieves high 
performance MPP operation while keeping the design very simple through tackling a cost function 
subject to minimization. This is another reason that signifies the advantages of the proposed 
method for ZSI PV energy harvesting system. 
 
 
Fig. 56. System response to step change in solar irradiance from 1000 W/m2 to 750 W/m2 and unity power factor operation, 




Fig. 57. Effect of ZSI model parameter mismatch on the proposed extremum seeking predictive MPPT technique efficacy 
(controller effectiveness). 
   
Fig. 58. (a) performance comparison of ESP-MPPT method 
(red curve) vs. the P&O method (blue curve) to step change in 
temperature (b) performance comparison of ESP-MPPT 
method (red curve) vs. the P&O method (blue curve) to step 
change in irradiance 
Fig. 59. (a) performance comparison of ESP-MPPT method 
(red curve) vs. the Fuzzy method (blue curve) to step change 
in temperature (b) performance comparison of ESP-MPPT 
method (red curve) vs. the Fuzzy method (blue curve) to step 
change in irradiance 
  
H. Conclusion  
This paper proposed a single stage PEI based on impedance source inverter for PV applications 
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with the capability to converge to true MPP operation. A new discrete-in-time ES based predictive 
MPPT algorithm is proposed for PV power harvesting systems using ZSI. The mathematical proof 
of convergence of the proposed method was provided to guarantee its effectiveness for tracking 
the MPP.  Several experimental results were provided to validate the operation of the proposed 
method. The results demonstrate the proposed controller features: converges to true MPP with 
average tracking efficacy of 98.8% in steady state PV ambient condition, fast dynamic response 
to change in ambient condition of PV module, robust operation, high power quality injection, 
negligible overshoot/undershoot in grid current injection due to change in PV ambient condition, 
and no observation of inrush current during dynamic change operation. The proposed system has 
negligible current and voltage ripple in the impedance network; although the proposed controller 




VI. FUTURE WORK 
The current energy consumption structure’s ongoing severe overreliance on fossil fuels, such 
as coal, natural gas, crude oil, and natural gas plant liquids, has raised two major potential 
concerns: the eventual development of an energy resource deficiency crisis and the onset of global 
warming due to greenhouse gas emissions. These issues have, in part, spurred on the rapid 
development of distributed generation (DG) systems and grid of nano-grids, which incorporate 
renewable energy sources and energy storage systems in distributed manner. As a result, the notion 
of a future smart grid of nano-grids in which modern sensors, communication links, and 
computational power can be used to improve the grid’s flexibility and functionality is becoming 
popular among power and energy engineers. While the idea of a grid of nano-grids seems appealing 
at first, researchers must address several issues before they can implement this idea.  The stability, 
protection, power quality, economic operation, active management, communication, and control 
of smart grids currently constitute the popular topics among the power society, most of which are 
still considered open problems.  I find the problem of optimal operation of PEIs in smart grid of 
nano-grids, dynamic modeling, and control quite interesting because the future smart grid of nano-
grids will be a nonlinear and complex system with extremely convoluted dynamics.   
The future work of this dissertation is on advanced hierarchal control structure of the PEIs with 
advance functionalities in smart grid of nano-grids. The main aim of this future work is to develop 
an innovative and advanced highly reliable, efficient, and stable controller for the nano-grids to 
enable a high penetration of distrusted generation into the grid. The primary task involved in 
controlling the grid is balancing, or matching electrical generation with power consumption.  
Currently, electrical generation is adjusted to match a demand profile consisting of a large peak in 
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the afternoon and a valley at night.  However, as the generation mix evolves from controlled central 
generation towards including more uncontrolled, distributed, renewable generation, grid operators 
require new algorithms to rapidly regulate loads to generation on the grid.  An advanced control 
schemes will be investigated; including model based digital distributed control, to actively 
configure the grid topology to match loads with distributed generation and energy storage. 
Methods to have bump-less power generation in the system considering high penetration 
renewables using the proposed ZSI based energy harvesting system will be investigated. 
Additionally, the dynamic modeling of the grid of nano-grids with multiple PEI with advance 








This work proposes predictive control for ZSI based PV energy harvesting systems. In the first 
part of the work, a highly efficient control scheme for a ZSI based grid-tied PV system is proposed. 
The presented control system has two components: The proposed model predictive based MPPT, 
and the grid side power injection controller. The model predictive based MPPT is proposed for 
tracking the MPP of the PV module. The proposed technique predicts the future values of the PV 
voltages and currents using a digital observer that estimates the values of the equivalent voltage 
and resistance of the PV module at any operating point.  The perturbation size in PV voltage is 
adaptively predicted to determine the desirable trajectory PV voltage for the developed cost 
function, thus high control effectiveness is achieved from low to high solar irradiance level. The 
power injection control system uses the reference values generated by the MPPT system to control 
operation of the ZSI system while keeping the voltage stress on the converter switches at the lowest 
possible value.  The experimental results provided demonstrate low THD of the grid side current 
that is within the IEEE 519 standards, fast dynamic response to a step change in solar irradiance 
level, and negligible oscillations around MPP under dynamically changing sky condition. 
In the second part of the work, a MPC technique is proposed for a dual-mode ZSI with seamless 
transition between grid-connection and islanding mode without significant deviation in voltage 
and current due to mismatch in phase, frequency, and amplitude of grid voltage and load. The 
proposed single loop controller determines the optimal switching states for the ZSI based on its 
mode of operation. A single hybrid cost function is developed for all modes of operation which 
simplifies the design and practical implementation of the proposed model based predictive 
controller. This characteristic of the proposed system is well suited for the impedance source 
inverters which require advance and complex modulation scheme due to their shoot-through state 
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in addition to active and null states. The hybrid cost function is optimized during each sampling 
time to: harvest the maximum power from the PV module, inject the active power to the grid, 
provide reactive power compensation for the grid as an ancillary service to the grid through PCC, 
and maintain the PCC voltage in the islanded mode. The explanation of system modes of operation, 
strategy to transit between modes of operation, and operation in steady state modes are provided. 
Several experimental case studies are provided to validate the theoretical expectations. The results 
demonstrate robust operation in all modes of operation. The main features of the proposed 
controller are high quality grid current in grid connected mode, fast dynamic response in grid-
connected mode to step change in active and reactive power, negligible power ripple in steady 
state operation, seamless transition between modes of operation without significant deviation in 
PCC voltage and current, robust operation under distorted grid voltage, and capability to operate 
at different frequency in islanded mode of operation. 
The final part of this dissertation presents a simple control strategy with an adaptive cost 
function to seamlessly operate under normal and faulty grid condition. The proposed system 
eliminates the requirements of multi-nested-loop of classical controller. Due to the predictive 
nature of the controller, the proposed system has fast dynamic response to change in solar 
irradiance or grid reactive power requirement according to LVRT operation. The system is 
switching between LVRT and MPPT modes of operation seamlessly. The proposed system can be 
extended for overnight operation of PV sources in DGs with reactive power compensation 
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